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Shaft 
Supports

Shaft Supports

Flanged Mount - Compact Standard

239

Compact Long Sleeve Type

239

With Keyway

239

Back Mount

240

Flanged Mount - Split

240

Flanged Slit (Cast) - Standard

241

Long Sleeve

241

T-Shaped Slit (Cast) - Standard

242

T-Shaped Slit (Cast) - Wide

242

T-Shaped (Cast) - Standard

243

Side Slit

243

Wide, Side Slit

243

T-Shaped Split (Cast) - Standard

244

T-Shaped Split (Cast) - Wide

244

T-Shaped Set Screw (Machined) - Standard / With Dowel Holes

245

Wide

245

T-Shaped Slit (Machined) - Standard / With Dowel Holes

246

T-Shaped Slit (Machined) - Wide

246

T-Shaped Side Slit (Machined) - Standard

247

Wide

247

T-Shaped Side Split (Machined) - Standard

248

Wide

248

Compact (Machined) - Set Screw

249

Wide, Set Screw

249

Side Slit

249

Split

250

Compact (Machined) - Wide Split

250

T-Shaped (Machined) - With Clamp Lever

251

Hinged Type

251

Hinged (Machined) - L-Shaped

252

Hinged (Machined) - Bottom Mount

252

Side Mount

252

L-Shaped (Cast) - Standard / Slit / Side Slit / Split

253, 254

L-Shaped (Machined) - Standard / Slit / Side Slit / Split

255, 256

Bottom Mount Set Screw (Machined) - Standard

257

Wide

257

Bottom Mount Slit (Machined) - Standard

258

Bottom Mount Slit (Machined) - Wide

258

Bottom Mount Split (Machined) - Standard

259

Wide

259

Bottom Mount (Machined) - Side Slit

260

Side Mount (Machined) - Standard

261

Slit

261

Side Slit

262

Split

262

Linear Unit

247, 248, 254

Product Name

Page

Flanged Mount - Standard

233

Standard / Long Sleeve Type

233

Standard With Pilot

234

Standard with Dowel Hole Type

234

Flanged Mount, Thick Sleeve - Standard

235

Wide / Long Sleeve Type

235

Wide with Pilot

236

Wide with Dowel Holes

236

Flanged Mount Slit - Standard

237

Slit Long Sleeve Type

237

With Slit Pilot

238

With Slit Dowel Holes

238
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Shaft Supports - Overview

QAbout I.D. Accuracy
 Features   ·  Combination use of MISUMI Shafts (standard g6, f8 and h5) and MISUMI Shaft Supports are recommended.
                    ·   Slit is machined after the mounting hole D is bored to H7 tolerance. The tolerance may become H8 or so depending on the machining condition.

Q��Relationship between I.D. (D dimension) and Overall Length of Guide (L, T dimensions) 
　Features   ·  Standard Type spec. is L, T=D x1.3 or less approx.; Long Sleeve Type and Wide Type spec. is L, T=D x1.3 to 2.0 approx.
        ·  Rigidity of Long Sleeve Type and Wide Type is enhanced as they have longer shaft holding area.
        ·  L=Dx2.0 or more are available under the index of Posts. Please refer to P.2115~2160. 

QManufacturing Method  
 Features   · MISUMI shaft supports are available in Machined Types and Cast Types.

 · Cast products are offered at lower prices than machined products. Precision cast supports have slight de-molding draft and gritty surfaces but the dimensions are precisely finished as shown in the catalog.

QAbout Materials  
 Features   ·  EN 1.0038 Equiv., EN 1.1191 Equiv., EN 1.4301 Equiv. and Aluminum materials (EN AC-51300 Equiv. for Cast) are available.

(Ex.) Flanged Mount (Ex.) T-Shaped

I. D.

(D Dimension)

Overall Length (L Dimension)

I. D.

(D Dimension)

Overall Length (T Dimension)

Mounting Plate

QPositioning and Repeatability  
 ·  Support units are located with dowel holes on the units and 

dowel pins pressed into the mounting plate.

Use With Dowel Hole Type shown on

WP.233~238, P.245~246.

 ·   Support units are located with dowel 
pins pressed into the mounting plate 
against unit housing's vertical faces.

 ·  Support units are located with the housing 
pilot and a precision bored (H7) mounting hole 
made in the mounting plate.

Use Pilot Type shown on WP.233~238.

 ·  Use clearances of mounting holes (through holes) and make 
adjustments and positioning during uses.

• : Existing Products

Basic Shape

How to 
Mount

Through Hole Pilot Dowel Hole Tapped Hole

Characteristic
Mounted by using tapped 
holes on mounting plate.

Easy positioning during assembly. Easy repeatability 
during maintenance.

Suitable when mounting plates 
are thin or may have insufficient 

strength like aluminum.

Flanged Type Features: Most economical. Longer sleeve than standard type improves shaft gripping power.

•  
P.241

- - -

  * Long Sleeve Type available.

Set Screw Features: Set screws may scratch the shaft during clamping; however, this is the most economical machined product.

•  
P.233

• 
 P.235 

(Thick Sleeve)

•  
P.234

•  
P.236 

(Thick Sleeve)

•  
P.234

•  
P.236 

(Thick Sleeve)

•  
P.233

* Long Sleeve Type available.

Slit Features: Tightening doesn't damage shafts during clamping.

•  
P.237

•  
P.238

•  
P.238

-

* Long Sleeve Type available.

Compact Features: Small O.D. contributes to space saving. Tightening doesn't damage shafts.

•  
P.239 - - -

* Long Sleeve Type available.

Split Features: Easy  maintenance such as shaft removal, etc..

•  
P.240

- - -

Back Mount Features: Shaft can be fastened securely using a tapped hole on the shaft end.

•  
P.240

- - -

4-Through 
Holes 4-Tapped Holes

Pilot

2-Dowel Holes (H7)

• : Existing Products

Basic Shape

Shaft 
Securing 
Method

Set Screw Slit Side Slit Split Hinged

Characteristic Most economical. Shafts can be secured without damage. Easy maintenance.
Enhanced working efficiency 

with only one tightening screw.

T-Shaped Features: Suitable when lengthwise space is limited.

•  
P.243

•  
P.242

•  
P.243

•  
P.244

-

•  
P.245

•  
P.246

•  
P.247

•  
P.248

•  
P.251

 * Dowel Hole Type available.   * Wide Type available

L-Shaped Features: Suitable when crosswise space is limited.

•  
P.253

•  
P.253

•  
P.254

•  
P.254

-

•  
P.255

•  
P.255

•  
P.256

•  
P.256

•  
P.252

Compact Features: The most compact space-saving design in all dimensions.

•  
P.249

-
•  

P.249

•  
P.250

-

* Wide Type available

Bottom Mount Features: Screw mount from underside is effective when the mounting host is too thin to tap, and in space limited applications.

•  
P.257

•  
P.258

•  
P.260

•  
P.259

•  
P.252

* Wide Type available

Side Mount Features: Enables mounting on the plate side.

•  
P.261

•  
P.261

•  
P.262

•  
P.262

•  
P.252
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Shaft Supports  Flanged Mount - Standard

Standard - Through/Tapped Mounting Holes / Long Sleeve / With Pilot / With Dowel Holes

QStandard

QLong Sleeve

QWith Pilot

QCompact FlangedQRound Flanged QSquare Flanged

H

T T

L

D
1

C0.5

1.6

1.6

1.6

2-M

D
H

7

D
1h

7

Ø0.02

Thi
ckn

ess
 (N

)

-

90
°

P

P

4-d1

9
0
°

P

K
H4-d1

1.66.3

9
0
°

P
1 H P
1 H

F

WW

2-d1 4-d1

· D6~15 · D16~40

Through Mounting Holes, Tapped Mounting Holes

QFeatures: Easy positioning during assembly.QFeatures: Tapped Mounting Hole Type is suitable when tapping is difficult due to insufficient mounting plate strength (aluminum) or thickness.

H
7 1DD

-
T

L

2-M

H
1.6

Ø0.02

Th
ic

kn
es

s
 (N

)

1.6

P
P9
0

°

4-Holes
d1 (Through Hole)
M1 (Tapped Hole)

QRound Flanged QSquare Flanged

P

K
H

90
°

4-d1

1
P H1
P H

W

1
P H

F
W

1
P H

W

90
°

4-Holes
d1 (Through Hole)
M1 (Tapped Hole)

2-Holes
d1 (Through Hole)
M1 (Tapped Hole)

1.66.3
QCompact Flanged · D3~15 · D16~50

QStandard Type with Through/Tapped Mounting Holes

QRound Flanged QSquare Flanged QCompact Flanged

1
DH

7
D

T

L1 L1

2-M

H

Th
ic

kn
es

s 
(N

)

Ø0.02

H
7 1

DD

T
4-M

H

Th
ic

kn
es

s 
(N

)

Ø0.02

1.6 1.6

1.6 1.6

-1 -1-1

P

9
0
°

P

4-d1

K
H

P

4-d1

9
0
°

1.66.3

1
P H

F

W

4-d1

1
P H

2-d1

W

9
0
°

· D12 · D16~30

· D12 · D16~30

QLong Sleeve

QWith Dowel Holes
Round Flanged Compact Flanged MMaterial SSurface Treatment

STHRBK STHCBK EN 1.1191 
Equiv.

Black Oxide

STHRK STHCK Electroless Nickel Plating

SSTHRK SSTHCK EN 1.4301 Equiv. -

ESee Alterations section for inclusion of a Hex Socket Set Screw.

QRound Flanged
    (D12 ~ 30)

QCompact Flanged
     (D16 ~ 30)

H
7 1

DD

T

L

2-M

H

1.6

Th
ic

kn
es

s 
(N

)

1.6

Ø0.02

-

90°

P

P

4-d1

2-QH7

P
2
±0.

01

P
2
±0.

01

1.66.3

1
P H

F

W

2-QH7

4-d1

P
 ±

0
.0

1
2

P
 ±

0
.0

1
2

Part Number

SSTHCK20

Part Number

STHRL10

Part Number

STHIS20

ESee Alterations section for inclusion of a Hex Socket Set Screw.

Round FlangedSquare FlangedCompact Flanged MMaterial SSurface Treatment

STHIRB STHISB STHICB General 

Structural Steel

Black Oxide

STHIR STHIS STHIC Electroless Nickel Plating

SSTHIR SSTHIS SSTHIC EN 1.4301 Equiv. -

Part Number Sleeve 
Thickness 

(N)
L D1 H T L

M 
(Coarse)

P K W P1 F d1

Unit Price

Type DH7
Round Flanged Square Flanged Compact Flanged

STHIRB STHIR SSTHIR STHISB STHIS SSTHIS STHICB STHIC SSTHIC

Round 
Flanged
STHIRB
STHIR
SSTHIR

Square 
Flanged
STHISB
STHIS
SSTHIS

Compact 
Flanged
STHICB
STHIC
SSTHIC

6
+ 0.012

0
3 15

12 28
3.5 11

M3
20 22

12
20

-

3.5
8

+ 0.015
0 2

18
5

14 16
8M M4 4.5
10

20 14 30 15
M3

22 23 18 22
3.5

10M M4 4.5
12

+ 0.018
0

24 16 36
6

18
M4

26 28 20 26
4.515 2.5 30 20 40 21 30 32 24 30

16 3 32 22 42 22 32 33 26 28 16
20

+ 0.021
0

4
32 28 50

8
24

M5
39 39 32 31 22

5.5
25

38
33 55 27 44 44 37 36 24

30 38 66 10 29
M6

52 52 42 41 27 6.6

40
+ 0.025

0
10 50 60 90 10 35 75 75 65 65 38 9

E��  Compact Flange Type is available only for D dimensions 16~30.

Part Number
Sleeve 

Thickness (N)
L D1 H T L

M 
(Coarse)

P W P1 F d1 Q
Unit Price

Type DH7
Round Flanged Compact Flanged

STHRBK STHRK SSTHRK STHCBK STHCK SSTHCK

Round Flanged
STHRBK
STHRK
SSTHRK

Compact Flanged
STHCBK
STHCK
SSTHCK
(D Dimensions 16 ~ 30)

12

+ 0.018
0

2 24 16 36 6 15

M4

26 20 28
-

4.5
4

- - -
13

2.5
24 18 38 6 15 28 22 28 - - -

15 30 20 40 6 18 30 24 30 - - -
16 3 32 22 42 6 19 32 26 28 16

5
18 5 32 28 50 8 20

M5
39 32 31 22

5.520
+ 0.021

0
4

32 28 50 8 20 39 32 31 22
625

38
33 55 8 23 44 37 36 24

30 38 66 10 24 M6 52 42 41 27 6.6

Part Number Sleeve 
Thickness (N)

L L1 D1 H T L L1
M 

(Coarse)
P K W P1 F d1

M1 
(Coarse)Type DH7

Standard - Through Mounting Holes 3
+0.010
   0

2.5

10

-

8 22 3 7

-

M3

15 16 8 15

-

3.5 -
Round Flanged

STHRB
STHR
SSTHR
ATHR

Square Flanged

STHSB
STHS
SSTHS
ATHS

Compact Flanged

STHCB
STHC
SSTHC
ATHC

4
+0.012
   0

10 9 24 3 7 17 19 9 17

5 12 10 25 3.5 7 18 20 10 18

6 3 15 12 28 3.5 7 20 22 12 20

8

+0.015
   0 2

16 12 28

5

10 20 22 16 20
8M *2 M4 4.5 M4

10
20 14 30 12

M3
22 23 18 22

3.5 -

10M *2 M4 4.5 M4
Standard Type with Tapped Mounting Holes (Only for D dimension denoted with *2 mark) *112 *2

+0.018
   0

24
30 16 36

6

15
15

M4

26 28 20 26

4.5 M4STHRBT
STHRT
SSTHRT

STHCBT
STHCT
SSTHCT

13
2.5 -

18 38
-

28 30 22 28

15 *2 30 20 40 18 30 32 24 30
*116 *2 3 32 48 22 42 19 16 32 33 26 28 16

18 5 32 - 28 50 8 20 -

M5

39 39 32 31 22

5.5 M5*120 *2

+0.021
   0

4

32 48 28 50 8 20 16 39 39 32 31 22

Long Sleeve Type (Only for D dimension denoted with *1 mark) *125 *2

38 57
33 55 8 23 19 44 44 37 36 24

STHRBL
STHRL
SSTHRL

STHSBL
STHSL
SSTHSL

STHCBL
STHCL
SSTHCL

*130 *2 38 66 10 24 19

M6

52 52 42 41 27 6.6 M6

35
+0.025
   0

5
50 -

45 80 10
30 -

65 65 55 56 33
9 M840

10
60 90 10 75 75 65 65 38

50 70 100 10 85 90 75 74 43

ETapped Mounting Hole Type is available only for D dimension denoted with *2 mark.  E Long Sleeve Type is available only for D dimension denoted with *1 mark.  E Only EN 1.0038 Equiv. and EN 1.4301 Equiv. are applicable to D dimension 8M and 10M (EN AW-6061 Equiv. is not applicable).

QStandard

D

Unit Price
Round Flanged Square Flanged Compact Flanged

STHRB STHR SSTHR ATHR STHSB STHS SSTHS ATHS STHCB STHC SSTHC ATHC
STHRBT STHRT SSTHRT - - - - - STHCBT STHCT SSTHCT -

3 - - - -
4 - - - -
5 - - - -
6

8, 8M*2

10, 10M*2

12*2

13 -
15*2

16*2

18 - -
20*2

25*2

30*2 -
35
40
50 -

QLong Sleeve

D
Unit Price

Round Flanged Square Flanged Compact Flanged
STHRBL STHRL SSTHRL STHSBL STHSL SSTHSL STHCBL STHCL SSTHCL

12
16
20
25
30

·Notes on Selecting Standard Type

E��Tapped Mounting Hole Type is available only for D dimension denoted with *2 mark.

XAluminum is not available for products with D dimension 8M and 10M. Part Number - (MB)

STHR10
STHRL20

-
-

MB
MB

Alterations Hex Socket Set Screw Included

Code MB

Spec.

Hex socket set screws come with as a set.
Screw head may protrude from outer cylinder (D1).
E��Included screws are EN 1.7220 Equiv. (Black Oxide) for 

Black Oxide and Black Anodized Products.
EProducts other than above are Stainless Steel products.
E��Long Sleeve Type comes with 4 set screws;

others come with 2 set screws.

D M x Length
3, 4, 5, 6, 8, 10 M3x3

8M, 10M, 12, 13, 15, 16 M4x3

18, 20, 25 M5x4
30, 35, 40, 50 M6x5

ESee Alterations section for inclusion of a Hex Socket Set Screw.

Type
Through Mounting Holes Tapped Mounting Holes

MMaterial SSurface 
TreatmentRound Flanged Square Flanged Compact Flanged Round Flanged Compact Flanged

Standard

STHRB STHSB STHCB STHRBT STHCBT General Structural 
Steel

Black Oxide

STHR STHS STHC STHRT STHCT Electroless Nickel Plating

SSTHR SSTHS SSTHC SSTHRT SSTHCT EN 1.4301 Equiv. -

ATHR ATHS ATHC - - Aluminum Alloy 6000 series Clear Anodize

Long 
Sleeve

STHRBL STHSBL STHCBL - - General Structural 
Steel

Black Oxide

STHRL STHSL STHCL - - Electroless Nickel Plating

SSTHRL SSTHSL SSTHCL - - EN 1.4301 Equiv. -
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Shaft Supports  Flanged Mount, Thick Sleeve

Standard / Long Sleeve / With Pilot / With Dowel Holes

QStandard

QLong Sleeve

QWith Dowel Holes

QRound Flanged QCompact Flanged

1
DH7
D

2-M

1.6

T

L

H
1.6

Ø0.02

M

Th
ick

ne
ss

(N)

2-QH7

P

9
0

°

P

P ±
0.

01

2

P ±
0.

01

2

4-d1

1.66.3

P
 ±

0
.0

1
2 1

P H

F

W

P

4-d1

2-Q H7

P
 ±

0
.0

1
2

QWith Pilot

QRound Flanged QCompact Flanged

H

T T

L

D
1

C0.5

1.6

1.6

1.6

2-M

D
H

7

D
1h

7

M

Ø0.02

Th
ick

ne
ss

(N)

9
0
°

P

P

4-d1

1.66.3

 · D8, 10  · D12~30

9
0
°

P
1 H

W

2-d1

P
1 H

F

W

4-d1

QLong Sleeve

QRound Flanged QSquare Flanged QCompact Flanged

1
D

T 2-M

H
1.6

Ø0.02

M1

1.6

H
7 1

D
D

T

L

4-M

H

Ø0.02

Th
ick

ne
ss

(N)

Th
ick

ne
ss

(N)

M1M1

1L1

H7
D

1.6 1.6

P

9
0
°

P

4-d1

K
H

90
°

P
4-d1

1
P H

F

W

4-d1

  ·D12   ·D16~50

1.66.3

1
P H

F

W

1
P

H

W

9
0
°

4-d1

2-d1

QStandard

QRound Flanged QSquare Flanged QCompact Flanged

1
DH7

D

T

L

2-M

H
1.6

Ø0.02

M

Th
ick

ne
ss

(N
)

1.6

P

9
0
°

P

4-d1

9
0
°

K
H

P
4-d1

1.66.3

  · D12~50  · D8, 10

QFeatures: Thicker sleeve than the standard type P.233 enhances strength against falling. QFeatures: Easy positioning during assembly.

Part Number

STHRBN10
STHRNL20
STHICBN8M

Type Round Flanged Square Flanged Compact Flanged MMaterial SSurface Treatment

Standard

STHRBN STHSBN STHCBN General 
Structural Steel

Black Oxide

STHRN STHSN STHCN Electroless Nickel Plating

SSTHRN SSTHSN SSTHCN EN 1.4301 Equiv. -

STHRNA - STHCNA Aluminum Alloy 5000 series Clear Anodize

Long 
Sleeve

STHRBNL STHSBNL STHCBNL General 
Structural Steel

Black Oxide

STHRNL STHSNL STHCNL Electroless Nickel Plating

SSTHRNL SSTHSNL SSTHCNL EN 1.4301 Equiv. -

ESee Alterations section for inclusion of a Hex Socket Set Screw.

EClear and black anodized products are available for D dimension denoted with *2 mark only.  ELong Sleeve Type is available only for D dimension denoted with *1 mark.

Part Number Sleeve 
Thickness (N)

L L1 D1 H T L L1
M 

(Coarse)
P K W P1 F d1

Type DH7

Standard 8*2
+0.015

0

3.5 16
-

15 32
5

10
-

M3 25 25 15 25
-

3.5

Round Flanged Square Flanged Compact Flanged 10*2

5
20 20 38 12 M3 30 30 20 30

4.5STHRBN
STHRN
SSTHRN

STHSBN
STHSN
SSTHSN

STHCBN
STHCN
SSTHCN

*112*2

+0.018
0

24 30 22 40

6

15 15

M4

32 32 25
28

16
13

5.5
26

-
24 42 16

-
34 34 27

18
15 30 26 48 18 38 38 29 32

5.5
(Only for D dimension denoted with 

*2
 mark) *116*2 6

32 48
28 50 19

16
40 39 32 33 22

STHRNA STHCNA *120*2

+0.021
0

7.5
35 63

8
20

M5
50 48 40 42 25

6.6*125*2

38 57
40 68 23

19
55 53 45 45 30

Long Sleeve (Only for D dimension denoted with *1 mark)
*130*2 45 73

10
24

M6
60 58 50 48 35

STHRBNL
STHRNL
SSTHRNL

STHSBNL
STHSNL
SSTHSNL

STHCBNL
STHCNL
SSTHCNL

*135
+0.025

0

10
50 75

55 89
30 25

72 70 61 58 42
9*140

15
70 104

12 M8
87 80 76 68 54

*150 80 114 97 90 86 73 64

QStandard

D

Unit Price

Round Flanged Square Flanged Compact Flanged

STHRBN STHRN SSTHRN STHRNA STHSBN STHSN SSTHSN STHCBN STHCN SSTHCN STHCNA

8

10

12

13 - -

15 - -

16

20

25

30

35 - -

40 - - -

50 - -

QLong Sleeve

D

Unit Price

Round Flanged Square Flanged Compact Flanged

STHRBNL STHRNL SSTHRNL STHSBNL STHSNL SSTHSNL STHCBNL STHCNL SSTHCNL

12 -

16

20

25

30

35

40

50

Round FlangedCompact Flanged MMaterial SSurface Treatment

STHIRBN STHICBN General 
Structural Steel

Black Oxide

STHIRN STHICN Electroless Nickel Plating

ESee Alterations section for inclusion of a Hex Socket Set Screw.

Part Number Sleeve 
Thickness 

(N)
L D1 H T L

M 
(Coarse)

P W P1 F d1

Unit Price

Type DH7
Round Flanged Compact Flanged
STHIRBN STHIRN STHICBN STHICN

Round 
Flanged

STHIRBN
STHIRN

Compact 
Flanged

STHICBN
STHICN

8
+0.015

0
3.5 18 15 32

5
14

M3
25 15 25

-
3.5

8M M4
4.510

5
20 20 38 15 M3 30 20 30

12 +0.018
0

24 22 40
6

18
M4

32 25 28 16
16 6 32 28 50 22 40 32 33 22 5.5
20

+0.021
0

7.5
32 35 63

8
24

M5
50 40 42 25

6.625
38

40 68 27 55 45 45 30
30 45 73 10 29 M6 60 50 48 35

Round FlangedCompact Flanged MMaterial SSurface Treatment

STHRBNK STHCBNK General 
Structural Steel

Black Oxide
- STHCNK Electroless Nickel Plating

ESee Alterations section for inclusion of a Hex Socket Set Screw.

Part Number Sleeve 
Thickness 

(N)
L D1 H T L

M 
(Coarse)

P W P1 F d1 Q
Unit Price

Type DH7
Round Flanged Compact Flanged
STHRBNK STHCBNK STHCNK

Round Flanged

STHRBNK

Compact 
Flanged

STHCBNK
STHCNK

12 +0.018
0

5 24 22 40
6

15
M4

32 25 28 16 4.5 4
16 6

32
28 50 19 40 32 33 22 5.5

5
20

+0.021
0

7.5
35 63

8
20

M5
50 40 42 25

6.625
38

40 68 23 55 45 45 30
6

30 45 73 10 24 M6 60 50 48 35

Part Number - (MB)

STHRBN10
STHRBNL12

-
-

MB
MB

Alterations Hex Socket Set Screw Included

Code MB

Spec.

Hex socket set screws come with as a set.
Screw head may protrude from outer cylinder (D1).
E��Included screws are EN 1.7220 Equiv. (Black Oxide) 

for Black Oxide and Black Anodized products.
EProducts other than above are Stainless Steel 
products.
E��Long Sleeve Type comes with 4 set screws;

others come with 2 set screws.

D M x Length

8, 10 M3x3

8M, 12, 13, 15, 16 M4x3

20, 25 M5x4

30, 35 M6x5

40, 50 M8x6



-2371 -2381

Part Number Sleeve 
Thickness 

(N)
L D1 H T B P W P1 F d S S1 X Y d1 d2 Q M

Included 
Screw

M x Length

Unit Price

Type DH7
Round Flanged Compact Flanged

STHWRBK STHWRK SSTHWRK STHWCBK STHWCK SSTHWCK

Round Flanged

STHWRBK
STHWRK
SSTHWRK

Compact Flanged

STHWCBK
STHWCK
SSTHWCK

12 +0.018
0

10 22 32 52
6

10 42 34 35 25 4.5

1.5

1.5
11 4

9 5.6

4

M5

M5x12
16 9.5 30 35 56

12
46 37 37 27 5.5 12 5

5
20

+0.021
0

10
32 40 64

8
52 42 43 30

6.6 2

14
6 M5x16

25 38 45 69
15

57 47 46 34 17
6

30 12.5 40 55 79 10 67 57 50 45 20 10 12 6.6 M6 M6x20

Shaft Supports  Flanged Mount with Slit Type

Standard Type / Long Sleeve Type

Shaft Supports  Flanged Mount with Slit Type

With Pilot / With Dowel Holes

2Standard

2Long Sleeve

2With Pilot

2Standard - Through Mounting Holes

2Round Flanged 2Square Flanged 2Compact Flanged

1.6 D
H

7

H

T

L

X

B/2
S1

D
1

B

d1

1.6

1.6

Ø0.02

Th
ick

ne
ss 

(N)

S

Y

M

d
2

P
4-d

S

Y

H

M

K
K

d
2

P 4-d

1.66.3

S
Y

P
1 H

W

F

M

d
2

4-d

2Square Flanged 2Compact Flanged

2Long Sleeve

2Round Flanged

1.6 D
H

7

H

T

L1

X

B1/4B1/4
S1

D
1

B1

2-d1

1.6

1.6

Ø0.02

Th
ic

kn
es

s 

(N
)

S

Y

4-d

M

d
2

P

S

Y

H

4-d

M

K
K

d
2

P

1.66.3

S
Y

P
1 H

W

F

M

4-d

d
2

2Round Flanged 2Compact Flanged

TT

L1

1.6

H

B/2

1.6 D
1X

d1

S1

Ø0.02

B

D
H

7

D
1

h7

Th
ick

ne
ss

 
(N

)

S
Y

4-d

M

d
2

P

1.66.3

S
Y

P
1 H

W

F

M

4-d

d
2

2Round Flanged 2Compact Flanged

D
H

7

H

T
L

X

B/2
S1

D
1

B

d1

1.6

1.6

Ø0.02

Th
ick

ne
ss

 (N
)

S

Y

P

4-d

M

d
2

P
2

±0.
01

P
2

±0.
019

0
°

2-QH7

1.66.3

S
Y

P
1 H

W

F

M

4-d

d
2

P
 ±

0
.0

1
2

P
 ±

0
.0

1
2

2-QH7

2Features: Easy positioning during assembly.

2With Dowel Holes

Part Number

STHWIR10
STHWRBK25

Part Number

STHWR10

Round FlangedCompact Flanged .Material 4Surface Treatment "Accessory

STHWIRB STHWICB EN 1.1191 
Equiv.

Black Oxide Hex Socket Head Cap Screw 1 pc.

STHWIR STHWIC Electroless Nickel Plating Hex Socket Head Cap Screw
1 pc. (Stainless Steel)SSTHWIR SSTHWIC EN 1.4301 Equiv. -

Round FlangedCompact Flanged .Material 4Surface Treatment "Accessory

STHWRBK STHWCBK EN 1.1191 
Equiv.

Black Oxide Hex Socket Head Cap Screw 1 pc.

STHWRK STHWCK Electroless Nickel Plating Hex Socket Head Cap Screw
1 pc. (Stainless Steel)SSTHWRK SSTHWCK EN 1.4301 Equiv. -

2Long Sleeve

D

Unit Price

Round Flanged Square Flanged Compact Flanged

STHWRBL STHWRL SSTHWRL STHWSBL STHWSL SSTHWSL STHWCBL STHWCL SSTHWCL

12

16

20

25

30

35

40

50

2Standard

D

Unit Price

Round Flanged Square Flanged Compact Flanged

STHWRB STHWR SSTHWR STHWSB STHWS SSTHWS STHWCB STHWC SSTHWC

8

10

12

13

15

16

20

25

30

35

40

50 -

&Long Sleeve Type is available only for D dimension denoted with * mark.

Part Number Sleeve 
Thickness (N)

L L1 D1 H T B B1 P K W P1 F d S S1 X Y d1 d2 M
Included Screw 

M x LengthType DH7

8
+ 0.015

 0

8.5 18
-

25 39
5

10
-

32 30 27 25 20 3.5

1.5

1.5

7.5 3.5 7.5 4.6 M4 M4x10

Standard 10
10

20 30 49 40 38 32 33 23

4.5

10 3

9 5.6 M5

M5x10

Round Flanged Square Flanged Compact Flanged *12

+ 0.018
 0

22 33
32 52

6

20
42 40 34 35 25 11 4

M5x12
STHWRB STHWSB STHWCB 13 9.5 24

-

12

-
STHWR STHWS STHWC 15 10 27

35 56 46 44 37 37 27 5.5 12 5
SSTHWR SSTHWS SSTHWC *16 9.5 30 45

24
*20

+ 0.021
 0

10
32 48 40 64

8
52 50 42 43 30

6.6

2

14
6 M5x16

Long Sleeve (only applicable to D dimension denoted with * mark) *25 38 57 45 69

15 30

57 54 47 46 34 17

STHWRBL STHWSBL STHWCBL *30
12.5

40 60 55 79
10

67 60 57 50 45 20 10
12 6.6 M6 M6x20

STHWRL STHWSL STHWCL *35
+ 0.025

 0

48 72 60 94 77 71 66 58 50

9

23 12

SSTHWRL SSTHWSL SSTHWCL *40 15 55 82.5 70 104
12

18 36 87 81 76 67 55 26 13 14 9 M8 M8x26

*50 17.5 65 97.5 85 119 22 44 102 94 91 82 60 32 16 18 11 M10 M10x32

Type Round Flanged Square Flanged Compact Flanged .Material 4Surface Treatment "Accessory

Standard

STHWRB STHWSB STHWCB EN 1.1191 
Equiv.

Black Oxide Hex Socket Head Cap Screw 1 pc.

STHWR STHWS STHWC Electroless Nickel Plating Hex Socket Head Cap Screw
1 pc. (Stainless Steel)SSTHWR SSTHWS SSTHWC EN 1.4301 Equiv. -

Long 
Sleeve

STHWRBL STHWSBL STHWCBL EN 1.1191 
Equiv.

Black Oxide Hex Socket Head Cap Screw 2 pcs.

STHWRL STHWSL STHWCL Electroless Nickel Plating Hex Socket Head Cap Screw
2 pcs. (Stainless Steel)SSTHWRL SSTHWSL SSTHWCL EN 1.4301 Equiv. -

Part Number Sleeve 
Thickness 

(N)
L1 D1 H T B P W P1 F d S S1 X Y d1 d2 M

Included 
Screw

M x Length

Unit Price

Type DH7
Round Flanged Compact Flanged

STHWIRB STHWIR SSTHWIR STHWICB STHWIC SSTHWIC

Round Flanged

STHWIRB
STHWIR
SSTHWIR

8
+0.015

0
8.5 23 25 39

5
10

32 27 25 20
3.5

1.5

1.5

7.5 3.5 7.5 4.6 M4 M4x10
8M 4.5 -
10

10
25 30 49 40 32 33 23

4.5
10 3

9 5.6 M5

M5x10
12

+0.018
0

28 32 52
6

42 34 35 25 11 4
M5x1215 10 33 35 56 12 46 37 37 27 5.5 12 5

16 9.5 36 35 56
12

46 37 37 27 5.5 12 5

Compact Flanged

STHWICB
STHWIC
SSTHWIC

20
+0.021

0
10

40 40 64
8

52 42 43 30
6.6

2

14
6 M5x16

25 46 45 69
15

57 47 46 34 17
30 12.5 50 55 79 10 67 57 50 45 20 10 12 6.6 M6 M6x20

40
+0.025

0 15 67 70 104 12 18 87 76 67 55 9 1.5 26 13 14 9 M8 M8x26 - -
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Shaft Supports Flanged Mount

Compact Standard / Compact Long Sleeve / With Keyway

Shaft Supports  Flanged Mount

Back Mount / Split

QFeatures: Effective in preventing the shaft from rotating.

QRound Flanged

1
DH7

D

T

L

2-M

H
1.6

M

Th
ic

kn
es

s 

(N
)

1.6

Ø0.02
P

9
0
°

P

4-d1

b

t

1.66.3

1
P H

F

W

4-d1

t

b

QCompact Flanged

QRound Flanged

0.2±

0.2±L

E
T

H

M

Ø0.02
A

1
d

2
d

1
D

A

D
H

7

C0.5

C0.5

3.2 3.2

6.3

1.6

R0.5 MAX

0.11 ±M

Th
ick

ne
ss

 (N
)

P

P

4-d

6.3 3.2 1.612.5

H

W

P
1

2-d

H

W

P
1

F 4-d

· D8~15 · D16~40

QCompact Flanged

QFeatures: O.D. (H Dimension) is smaller than the previous type. Space saving design.

Part Number

STHMRB16
STHMR20
SSTHMRL20

QFeatures: Shafts can be fastened securely using tapped holes on shaft ends.

Part Number

STHXR10

Part Number

 STHRNG25

Q� Compact Standard Type

1.6

1.
6

T

B
S

B/2
R

d
1

L

0.02

D
H

7

d
2

X

d

P

M

1.5
Y

A

A

H
0

  
 

-0
.2

Q� Compact Long Sleeve Type

1.6

1.
6 T1

B
S

B/2 R

d
1

L1

0.02

D
H

7

d
2

X

d

P

M

1.5
Y

A

A

H
0

  
 

-0
.2

1.66.3

Q� Compact Standard QBack Mount

Part Number Sleeve 
Thickness 

(N)
L D1 H T B P W P1 F d X Y d1 d2

M 
(Coarse)

Included 
Screaw

M x Length

Unit Price

Type D
Round Flanged Compact Flanged

STHPRB STHPR SSTHPR STHPCB STHPC SSTHPC

Round 
Flanged
STHPRB
STHPR
SSTHPR

Compact 
Flanged
STHPCB
STHPC
SSTHPC

8 + 0.015 
0

8.5 19 25 39
5

12 32 27 25 20 3.5 7.5 3.5 7.5 4.6 M4 M4x10 -
10

10
21 30 49 14 40 32 33 23

4.5
10 3

9 5.6 M5

M5x10
12 + 0.018 

0
23 32 52

6
15 42 34 35 25 11 4

M5x12
16 9.5 32 35 56 24 46 37 37 27 5.5 12 5
20

+ 0.021 
0

10
34 40 64

8
24 52 42 43 30

6.6
14

6 M5x16
25 40 45 69 30 57 47 46 34 17
30 12.5 42 55 79 10 30 67 57 50 45 20 10 12 6.6 M6 M6x20

QWith Keyway

Q� Compact Long 
Sleeve 

Part Number - (MB)

STHRNG25
STHCNG30

-
-

MB
MB

For the details of Hex Socket Set Screw 

inclusion (MB),  refer to Alterations on  WP.234.

Round FlangedCompact Flanged MMaterial SSurface Treatment

STHXRB STHXCB EN 1.1191 
Equiv.

Black Oxide

STHXR STHXC Electroless Nickel Plating

SSTHXR SSTHXC EN 1.4301 Equiv. -

Part Number Sleeve 
Thickness 

(N)
L D1 H T L

M 

(Coarse)
P W P1 F d1 b t

Unit Price

Type DH7
Round Flanged Compact Flanged

Tolerance Tolerance STHRBNG STHRNG STHCBNG STHCNG

Round Flanged

STHRBNG

STHRNG

Compact Flanged

STHCBNG

STHCNG

12 + 0.018
0

5 24 22 40
6

15
M4

32 25 28 16 4.5 4
±0.015

1.8 + 0.1
016 6 32 28 50 19 40 32 33 22 5.5 5 2.3

20
+ 0.021

0
7.5

32 35 63
8

20
M5

50 40 42 25
6.6

6 2.8
+ 0.2

0
25

38
40 68 23 55 45 45 30

8 ±0.018 3.3
30 45 73 10 24 M6 60 50 48 35

E� See Alterations section for inclusion of a 
Hex Socket Set Screw.

Round FlangedCompact Flanged MMaterial SSurface Treatment

STHRBNG STHCBNG EN 1.1191 
Equiv.

Black Oxide

STHRNG STHCNG Electroless Nickel Plating

Part Number
L L1 H B T T1 P d1 d2 S X Y M d R

Type DH7

Compact Standard 

STHMRB
STHMR
SSTHMR

8 16 - 30

11

3.5 - 20 4.5 8

1.5

9.5 5

5 5.5 9
10

17
- 34

4.5
- 22

5.5 9.5

10
612 25 36 12.5 25 12

15 28 38 15.5 26 13

Compact Long 
Sleeve 
(D12~30)

STHMRBL
STHMRL
SSTHMRL

16
22

30 39

14
6

14 28

2

13.5 7

6 6.6 12
20 34 49 18 35

6.6 11
16

825 38 54 22 40 19
30 24 40 59 8 24 45 22

D
(I.D.)

O.D. (H)

Compact
Ex.) STHMR, STHMRL

Flanged Mount with Slit 
Type P.237

Ex.) STHWR, STHWRL
Difference

8 30 39 -9

10 34 49 -15

12 36 52 -16

15 38 56 -18

16 39 56 -17

20 49 64 -15

25 54 69 -15

30 59 79 -20

Q� O.D. Comparison Table

QSplit 

QFeatures: Removable split sleeve makes maintenance easy.

Part Number

STHPR10

Round FlangedCompact Flanged MMaterial SSurface Treatment AAccessory

STHPRB STHPCB General 
Structural Steel

Black Oxide Hex Socket Head Cap Screw 2 pcs.

STHPR STHPC Electroless Nickel Plating Hex Socket Head Cap Screw
2 pcs. (Stainless Steel)SSTHPR SSTHPC EN 1.4301 Equiv. -

ED dimensions 16 ~ 30 come with 4 screws.

Part Number Sleeve 
Thickness 

(N)
L D1 H T L L1 E P W P1 F d d1 d2

Mounting 
Screw

Unit Price

Type DH7
Round Flanged Compact Flanged

STHXRB STHXR SSTHXR STHXCB STHXC SSTHXC

Round 
Flanged
STHXRB
STHXR
SSTHXR

Compact 
Flanged
STHXCB
STHXC
SSTHXC

8 + 0.015 
0 2

16 12 28
5

4.5 8 8 20 16 20

-
3.5

8 4.5 M4
10 20 14 30 5.5 10 10 22 18 22 9.5 5.5 M5
12

+ 0.018 
0

24 16 36
6

6.5 11 13 26 20 26
4.5

11 6.6 M6
15 2.5 30 20 40

9
15 15 30 24 30

14 9 M8
16 3 32 22 42 16 16 32 26 28 16
20

+ 0.021 
0

4
38 28 50

8
11 18 20 39 32 31 22

5.5
18 11 M10

25 46 33 55 13 21 25 44 37 36 24 20 13 M12
30 58 38 66

10 17
28 30 52 42 41 27 6.6

26 17 M16
40

+ 0.025 
0

7 70 54 88 30 40 72 62 62 38 9 - -

Type
MMaterial SSurface 

Treatment AAccessory
Standard Long Sleeve

STHMRB STHMRBL EN 1.1191 
Equiv.

Black Oxide Hex Socket Head Cap Screw 1 pc.

STHMR STHMRL Electroless Nickel Plating Hex Socket Head Cap Screw
1 pc. (Stainless Steel)SSTHMR SSTHMRL EN 1.4301 Equiv. -

D
Unit Price

Compact Standard Compact Long Sleeve
STHMRB STHMR SSTHMR STHMRBL STHMRL SSTHMRL

8 - - -
10 - - -
12
15
16
20
25
30

2-Through d2

Counterbore d1

B

Ø0.02

1 1

B/2

1
D

Th
ic

kn
es

s

 (N
)

Th
ic

kn
es

s

 (N
)

D D

L

T
2-M

Ø0.02

4-Through d2

Counterbore d1

4-M

B/4

1 1 B

1
D

L

T

B/4

1.6 1.6

1.6 1.6

QRound Flanged

Y

1

P

H

4-d

X X

P

1.66.3

X

Y

X

W F

P1

H

1

4-d

· D8~12 · D16~30 QCompact Flanged
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QStandard

QLong Sleeve

Shaft Supports - Flanged Slit (Cast)

Standard / Long Sleeve

QFeatures: Most economical and popular shaft support. Machined products are recommended for precision requiring applications.

QFeatures: MISUMI's original. Longer sleeve than standard type enhances strength against falling.

Part Number

SHFTL16

ESlit is machined after the mounting hole D is bored to H7 tolerance. The tolerance may become H8 or so depending on the machining condition.

EDepending on the type and size, 2 
cutouts may be provided.

 25 6.3

C

B

L

L

T

A H

t t 25

6.3

D

2
2
.5

°

DH7

2-d

25

1

1

1

d1

4-R2

h

QFeatures: Most economical and popular shaft support. Wide Type has longer shaft holding section than Standard Type and has enhanced gripping power.

Shaft Supports - T-Shaped Slit (Cast)

Standard / Wide

QStandard

Part Number

SHASSN30
SHAT1220
SHATN20
SHASSN16

QWide

6.325 

T

M

R1

2-C1

6.3

L

L

1

S

E

2-d

6.
3

2-R1
C

L

A

D
H7

H
±

0
.0

2

6.3

H
1

2

±0.05

B1

B
3

B
2

2-R1

Cast Character

25

E��Slit is machined after the mounting hole D is bored to H7 tolerance
      The tolerance may become H8 or so depending on the machining condition.
EThere may be no cast characters.

Type MMaterial SSurface Treatment AAccessory

SHAT EN 1.1191 
Equiv.

Black Oxide Hex Socket Head Cap Screw 1 pc.

SHAM Electroless Nickel Plating
 Hex Socket Head Cap 

Screw 1 pc.
 (Stainless Steel)

SHASS EN 1.4301 Equiv. -

SHA EN AC-51300 
Equiv.

Clear Anodize

SHAKD Black Anodize

L1

L

S

6.3

H
1

M

2-R1C

L2

2-R1

E
H

±
0

.0
2

D
H7

T

2-R1

2-C1

2-d

T/2

6.3

d2 Through

d1 Counterbore Depth M

2-R1

T

2-R1

2-C1

4-d

T1

6.3

d2 Through

d1 Counterbore Depth M

2525

6.325 

· D10~16 · D20~30
E��Slit is machined after the mounting hole D is bored to H7 tolerance.
      The tolerance may become H8 or so depending on the machining condition.

Type MMaterial SSurface Treatment AAccessory

SHATN EN 1.1191 
Equiv.

Black Oxide Hex Socket Head Cap Screw 1 pc.

SHAMN Electroless Nickel Plating Hex Socket Head Cap 
Screw 1 pc.

(Stainless Steel)
SHASSN EN 1.4301 Equiv. -

SHAN EN AC-51300 Equiv. Clear Anodize

EValues in ( ) are the mass for aluminum products.

Part Number
H L H1 T T1 L1 d L2 S E C

Tightening
Screw

M
d1 d2 L Mass 

g
Unit Price

Type D SHATN SHAMN SHASSN SHAN

SHATN
SHAMN
SHASSN
SHAN

10
20 44 40 20

-
32

6.6

18 8 13

2

5 9 5.5 5.5
129(44)

12 124(43)
16 25 52 48 25 40 25

10
15 6 11 6.6 6.5 244(84)

20
30

62 59 30 18 46 30 19
8 14 9 9

408(140)
25 66 61 35

20
50 35 22 526(181)

30 85 63 40 65 44 12 24 3 790(272)

Part Number
D H L H1 T L1 d L2 A S E C B1 B2 B3

Tightening
Screw

M

Mass 
g

Unit Price
Type No. SHAT SHAM SHASS SHA SHAKD

SHAT
SHAM
SHASS
SHA
SHAKD

3 3

20

42

32.8

14 32

5.5

18

21 6

7.8 2

14

8 2 M4

69(24) - - -
4 4 69(24) - - -
5 5 69(24) - - -
6 6 69(24) - - -

*815
8

15 28 58(20)
*8

20
32.8

69(24)
*10 10 69(24)

*1220
12

35

20 9.5

2.5

69(24)
*12 23 37.5 87(30)

*1320
13

20 35 69(24)
*13 23 37.5 87(30)
15 15 27

48
44

16 38 25 24 8 12
116(40) - - -

*1625
16

25 42 121(42)
*16 27 44 116(40)
18 18 31

60

51

20 45
6.6

30 30 10 14

11 4

M5

202(70) - - -
*2025

20
25 45

8 2
191(66)

*2030 30 50 214(74)
*20 31 51 11 4 202(70)

*2530
25

30
70

55
24 56 38 35

12
17

8 2

M6

381(132)
*25 35 60 11 4 376(130)

*3030
30

30
84

58
28 64 9 44 42 21

8 2 474(164)
*30 42 70

11

4 520(180)
35 35 50 98 82 32 74

11
50 49

15
24

8
M8

780(270) - - -
40 40 60 114 96 36 90 60 57 27 1213(420) - - -
50 50 70 126 120 40 100 14 74 63 18 38 M12 2167(750) - - -

EValues in ( ) are the mass for aluminum products.  ESHAT, SHAM and SHASS are only available in sizes denoted with * mark.

SHAT, SHAM and 
SHASS are only 

applicable for sizes 
denoted with * mark.

Type MMaterial SSurface Treatment AAccessory

SHFT EN 1.1191 
Equiv.

Black Oxide Hex Socket Head Cap Screw 1 pc.

SHFM Electroless Nickel Plating   Hex Socket Head Cap 
Screw 1 pc.

(Stainless Steel)
SHFSS EN 1.4301 Equiv. -

SHF EN AC-51300 
Equiv.

Clear Anodize

SHFD Black Anodize Hex Socket Head Cap Screw 1 pc.

EValues in ( ) are the mass for aluminum products.

Part Number
L T t H A L1 d d1 D1 t1 B C h

Tightening
Screw

M

Mass 
g

Unit Price

Type D SHFT SHFM SHFSS SHF SHFD

D8~16, 20~50

SHFT

SHFM

SHFSS

D3~50
SHF

D8~16, 20~30
SHFD

3

43 10 5 24 20 32

5.5 9

10

1.5

18

2 9.5

M4

32(11)

- - - -
4 32(11)

5 32(11)

6 32(11)

8 29(10)

10 12 29(10)

12
47 13 7 28 25 36

14

2.5

11
52(18)

13 16 52(18)

15
50 16

8

31 28 40 20

2

12.5
64(22) -

16 64(22)

18
60 20 37 34 48

7 10
24

22

15
M5

110(38) - - - -

20 110(38)

25 70 25 10 42 40 56 30 17 179(62)

30 80 30 12 50 46 64 9 12 35 21 M6 278(96)

35 92 35 14 58 50 72 12 15 40

3

25.5 M8 350(121) -

40 102 40 16 67 56 80 12 18 45 30 M10 500(173) -

50 122 50 19 83 70 96 14 20 55 38 M12 952(329) -

C

B

L

L

2
2
.5

°

DH7

2-d

25

1

h

4-R2

25

6.3

 25 6.3

T
A H

t t

1

1

GFG

T

G

A H

t t 25

6.3

D
1

D

1

d1 2-d1

· D12~50· D8, 10

E Slit is machined after the mounting hole D is bored to H7 tolerance.
       The tolerance may become H8 or so depending on the machining condition.

E D dimension 8 and 10 come with 1 screw.Type MMaterial SSurface Treatment AAccessory

SHFTL EN 1.1191 
Equiv.

Black Oxide Hex Socket Head Cap Screw 2 pcs.

SHFML Electroless Nickel Plating
 Hex Socket Head Cap 

Screw 2 pcs.
(Stainless Steel)

SHFSSL EN 1.4301 Equiv. -

SHFL EN AC-51300 
Equiv.

Clear Anodize

SHFDL Black Anodize Hex Socket Head Cap Screw 2 pcs.

EValues in ( ) are the mass for aluminum products.

Part Number
L T t H A L1 d d1 D1 t1 B C h G F

Tightening
Screw

M

Mass 
g

Unit Price

Type D SHFTL SHFML SHFSSL SHFL SHFDL

D8~50
SHFTL

SHFML

SHFSSL

SHFL

D8~13, 16~30
SHFDL

8
43 20 5 25.5 20 32

5.5

10
10

1.5

18

2 10.5 10 - M5
51(18)

10 12 47(17)

12
47 28 7 28 25 36

9

14

2.5

11 7 14

M4

91(32)

13 16 87(30)

15
50 32

8
31 28 40 20

2

12.5 8 16
114(41) -

16 112(39)

20 60 40 37 34 48
7 10

24

22

15 10 20
M5

191(66)

25 70 50 10 42 40 56 30 17 12.5 25 300(104)

30 80 60 12 50 46 64 9 12 35 21 15 30 M6 450(156)

35 92 70 14 58 50 72
12

15 40

3 22 2.5

25.5 17.5 35 M8 592(205) -

40 102 80 16 67 56 80 18 45 30 20 40 M10 831(288) -

50 122 90 19 83 70 96 14 20 55 38 22.5 45 M12 1446(410) -



-2431 -2441

Shaft Supports  - T-Shaped (Cast)

Standard / Side Slit / Wide Side Slit

Shaft Supports  - T-Shaped Split (Cast)

Standard / Wide

2Side Slit

2Standard2Standard

T

M

2-C1

6.3

L
L
1

S

2-d

6.
3

2-R1
L

A

H
±

0
.0

2

6.3

H
1

2

±0.05

2-R1

R1
B1

B
3
B

2

D
H7

25

6.325 

Cast Characters

Part Number

SHTBT3030
SHTCS2025
SHTCTN20

Type .Material 4Surface Treatment "Accessory

SHTDT EN 1.1191 
Equiv.

Black Oxide Hex Socket Head Cap Screw 2 pcs.

SHTDM Electroless Nickel Plating Hex Socket Head Cap Screw
2 pcs. (Stainless Steel)SHTDA EN AC-

51300 Equiv. Clear Anodize

Type .Material 4Surface Treatment "Accessory

SHTCT EN 1.1191 
Equiv.

Black Oxide Hex Socket Head Cap Screw 1 pc.

SHTCM Electroless Nickel Plating
 Hex Socket Head Cap 

Screw 1 pc.
(Stainless Steel)

SHTCS EN 1.4301 Equiv. -

SHTCA EN AC-51300 Equiv. Clear Anodize

Type .Material 4Surface Treatment "Accessory

SHTBT EN 1.1191 
Equiv.

Black Oxide Hex Socket Head Cap Screw 1 pc.

SHTBM Electroless Nickel Plating
Hex Socket Set Screw 1 pc.

(Stainless Steel)SHTBS EN 1.4301 Equiv. -

SHTBA EN AC-51300 Equiv. Clear Anodize

Part Number
D H L H1 T L1 d L2 A S E C B1 B2 B3

Tightening Screw 
M

Mass 
g

Unit Price

Type No. SHTCT SHTCM SHTCS SHTCA

SHTCT
SHTCM
SHTCS
SHTCA

815 8 15 52 22

12

40

5.5

28 26

6

9

2
14 8 2

M4

61(21)

1020 10

20

54 29 42 30 27 10 81(28)

1220 12
56 31 44 32 28 11

90(31)

1320 13 87(30)

1625 16
25

58 37 46 34 29 12 107(37)

2025
20

79

40

16 64 6.5 49 39.5 8
17

M6

220(76)

2030

30

45 254(88)

2530 25 48 18 248(86)

3030 30 102 51 20 82 9 62 51 10 22 3 M8 477(165)

&Values in ( ) are the mass for aluminum products.

&Values in ( ) are the mass for aluminum products.

Part Number
D H L H1 T L1 d L2 A S B1 B2 B3

Set Screw 
M

Mass 
g

Unit Price

Type No. SHTBT SHTBM SHTBS SHTBA

SHTBT
SHTBM
SHTBS
SHTBA

815 8 15

42

24

10
32

5.5

18

21 6

14 8 2

M4

29 (10)

1020 10

20

30 46 (16)

1220 12
32 20

49 (17)

1320 13 46 (16)

1625 16
25

48 40 38 25 24 8 72 (25)

2025
20 60

43

16
45

6.6
30 30 10

M6

153 (53)

2030

30

48 178 (62)

2530 25 70 50 56 35 35
12

201 (70)

3030 30 84 53 20 64 9 44 42 314 (109)

2Wide Side Slit

& Slit is machined after the mounting hole D is bored to H7 tolerance. The tolerance may become H8 or so depending on the machining condition.& Pilot hole for tapped hole M may be through.

L2

A±0.05

L1

L
S

H
1

B
3

B
2

6.3

6.3

6.
3

E

C

H
±

0
.0

2
M

2-C1

2-d

2-R1

D
H7

B1

T

6.325 

2-R1

R1

Cast Characters

Type .Material 4Surface Treatment "Accessory

SHTCTN
EN 1.1191 

Equiv.

Black Oxide Hex Socket Head Cap Screw 1 pc.

SHTCMN
Electroless 

Nickel Plating

Hex Socket Head Cap 
Screw 1 pc.

(Stainless Steel)

Part Number
H L H1 T T1 L1 d L2 S E C

Tightening Screw
M d1 d2 -

Weight 
g

Unit Price

Type D SHTCTN SHTCMN

SHTCTN
SHTCMN

10
20

62
30 20

- 50

6.6

38 6
12

2

M6 11 6.6 6.5

181

12 176

16 25 38 25 12.5 264

20

30
85 48 30 15 70 58 8 20.5

M8 14 9 9

614

25 574

30 110 53 40 20 90 70 10 24 3 1038

& Slit is machined after the mounting hole D is bored to H7 tolerance. The tolerance may become H8 or so depending on the machining condition.& Pilot hole for tapped hole M may be through.

·D10~16 ·D20~30

6.3 6.3

25 25
6.3

2-R12-R12-R1

2-R1
M M

4-d2-d

DH7

T

T1

T

T/2

C

L2

E d2 Through

d1 Counterbore Depth M

d2 Through

d1 Counterbore Depth M

H
1

S

L

L1

H
±

0
.0

2

2-C1 2-C1

2-R1

6.325 

&Values in ( ) are the mass for aluminum products.

Part Number
D H L H1 T L1 d L2 A S E C B1 B2 B3

Tightening 
Screw

M

Mass 
g

Unit Price

Type No. SHTDT SHTDM SHTDA

SHTDT
SHTDM
SHTDA

815 8 15 52 22

12

40

5.5

28 26

6

18

2
14 8 2

M4

58 (20)

1020 10

20

54 29 42 30 27 20 78 (27)

1220 12
56 31 44 32 28 22

87 (30)

1320 13 84 (29)

1625 16
25

58 37 46 34 29 24 104 (36)

2025
20

79

40

16 64 6.5 49 39.5 8
34

M6

214 (74)

2030

30

45 249 (86)

2530 25 48 36 243 (84)

3030 30 102 51 20 82 9 62 51 10 44 3 M8 463 (160)

2Wide Split Type .Material 4Surface Treatment "Accessory

SHTDTN
EN 1.1191 

Equiv.

Black Oxide Hex Socket Head Cap Screw 2 pcs.

SHTDMN
Electroless 

Nickel Plating
Hex Socket Head Cap Screw

2 pcs. (Stainless Steel)

Part Number
H L H1 T T1 L1 d L2 S E C

Tightening Screw
M

d1 d2 -
Mass 

g
Unit Price

Type D SHTDTN SHTDMN

SHTDTN
SHTDMN

10
20

62
30 20

- 50

6.6

38 6
24

2

M6 11 6.6 6.5

177

12 172

16 25 38 25 25 260

20

30
85 48 30 15 70 58 8 41

M8 14 9 9

605

25 566

30 110 53 40 20 90 70 10 48 3 1019

Part Number

SHTDT1320
SHTDA2030
SHTDMN25

6.3

25

6.3

25
6.3

2-R12-R12-R1 E

L2

S

H
1

L1

L

C

M M

T

2-d
T1

T

4-d

2-R1

d2 Through

d1 Counterbore Depth M

d2 Through

d1 Counterbore Depth M

2-C1

T/2

H
±

0
.0

2

D
+0.1

0
2-R1

2-C1

6.325 

·D10~16 ·D20~30

& Pilot hole for tapped hole M may be through.

6.325 

L2

A±0.05

L1

L

S

H
1

B
3

B
2

6.3

6.3

6.
3

E

C

H
±

0
.0

2

2-C1

2-d

D

B1

+
0.1

 0

2-M

2-R1

T

2-R1

R1

Cast Characters
& Pilot hole for tapped hole M may be through.

2Features: Standard Type allows the shaft to be secured easily. Suitable when lengthwise space is limited. 2Features: Shaft Supports are removable and thus, facilitate maintenance. Wide Type has a long shaft holding section and has enhanced gripping power.



-2451 -2461

Shaft Supports  T-Shaped Set Screw (Machined)

Standard / Wide

QFeatures: Dowel Hole Type enables easy positioning in assembly.

QStandard

W/o Dowel Hole With Dowel Hole
MMaterial

SSurface 

Treatment
AAccessory

Height H Selectable Height H Configurable Height H Selectable

SHTB SHTBH SHTBK EN 1.1191 
Equiv.

Black Oxide Hex Socket Set Screw 1 pc.

SHTM SHTMH SHTMK Electroless Nickel Plating
Hex Socket Set Screw
1 pc. (Stainless Steel)SHTS SHTSH SHTSK EN 1.4301 

Equiv. -

SHTA SHTAH - EN AW-6063 
Equiv. Clear Anodize

EAssembly Examples DP.232 25 6.3 1.6

1.6 1.6

6.3

1.6

6.3

1.6

W W

H
±

0
.0

2

H
1

H
±

0
.0

2

H
1

2-d Through

L1

L

L1

L

S S

Dowel Hole
QH7 Depth M1

2-d Through D
H

7

0.05/100

0.02

M

T/2

T

A

AA
A

· W/o Dowel Hole · With Dowel Hole

EH dimensions in ( ) are applicable to w/o Dowel Hole Type only.EDowel Hole Type is applicable to D dimensions 8 ~ 40 only.

Part Number H

L H1 T S W
Set 

Screw 
M

L1 d Q L1

Unit Price

W/o Dowel Hole With Dowel Hole

Type D
Height H 

Selectable Type
Height H Configurable Type

0.1mm Increment
Height H Selectable Type Height H Configurable TypeHeight H Selectable Type

SHTB SHTM SHTS SHTA SHTBH SHTMH SHTSH SHTAH SHTBK SHTMK SHTSK

W/o Dowel 
Hole

Height H 
Selectable
SHTB
SHTM
SHTS
SHTA

Height H 
Configurable
SHTBH
SHTMH
SHTSH
SHTAH

With Dowel 
Hole

SHTBK
SHTMK
SHTSK
(8≤D≤40)

3
10 15 20 10.0~20.0

26

H+5

8 4 10 M3 18 3.5 - -

- - -

4 H+6 - - -

5
15 20 25 15.0~25.0

H+7 - - -

6 H+8 - - -

8 (10) 15 20 25 30 40 10.0~40.0

42

H+9

10 6

18

M4

30

4.5 4 5

10
(10) 15 20 25 30 40

15.0~40.0

H+10

12 H+11

13 20 25 30 H+12

15
(15) 20 25 30 40 15.0~40.0 54 H+15 30 42

16

18 25 30 40 50 60 25.0~60.0

67
H+18

16 8 35

M6

50 6.6

5 7

20 (15) 20 25 30 40 50 60 20.0~60.0

25
(20) 25 30 40 50 60 25.0~60.0

H+20

30
85

H+23

20
10

45 65
935 (25) 30 50 60 30.0~60.0 H+25

40 (25) 30 40 60 80 30.0~80.0 100 H+30 60 80

50 - 40.0~80.0 125 H+38 15 75 100 14 - - - - - - -

QFeatures: T dimension is thicker in comparison to Standard Type (I.D. D x1 ~ 1.5). Aluminum products are suitable for weight saving.

QWide

E D dimensions 30 ~ 50 come with 2 screws.

Type MMaterial SSurface Treatment AAccessory

SHTBN EN 1.1191 
Equiv.

Black Oxide Hex Socket Set Screw 1 pc.

SHTMN Electroless Nickel Plating Hex Socket Set Screw
1 pc. (Stainless Steel)SHTSN EN 1.4301 

Equiv. -

25 6.3 1.6

6.3 6.3

T/2

T 0.05/100 A

D
H

7

A0.02

1.6

M

6.3 6.3

T 0.05/100 A

D
H

7

A0.02

1.6

2-M
T/2

T/2

W

L

L

S

H

1

1

A
1.6

H
±

0
.0

2

2-d Through 4-d Through

· D8~25 · D30~50

Part Number H 
Selection

L H1 T S W Set Screw
M L1 d

Unit Price
Type D SHTBN SHTMN SHTSN

SHTBN

SHTMN

SHTSN

8 10 15 20 25 30 40

42

H+9
15

6
18

M6
30

6.6

10 10 15 20 25 30 40 50 60 H+10
12 10 15 20 25 30 40 50 60 H+11

18
13 15 20 25 30 40 50 60 H+12
15 15 20 25 30 40 50 60

54
H+15

20 30 42
16 15 20 25 30 40 50 60 H+15
20 20 25 30 40 50 60 80

67
H+18 25

8 35

M8

50 9
25 20 25 30 40 50 60 80 H+20 30
30 25 30 40 50 60 80

85
H+23

35
10

45 65 6.6
35 25 30 40 50 60 80 H+25
40 30 40 50 60 80 100 H+30 40 60 80 9
50 40 50 60 80 125 H+38 50 15 75 100 11

Shaft Supports  T-Shaped Slit (Machined)

Standard / Wide

Part Number - H

SHTB8
SHTMH15
SHTBN35

-
-
-

25
25.6
50

QFeatures: Dowel Hole Type enables easy positioning in assembly. High locating repeatability on assembly for maintenance.

QStandard

W/o Dowel Hole With Dowel Hole
MMaterial

SSurface 

Treatment
AAccessory

Height H Selectable Height H Configurable Height H Selectable

SHSTB SHSTBH SHSTBK EN 1.1191 
Equiv.

Black Oxide Hex Socket Head Cap Screw 1 pc.

SHSTM SHSTMH SHSTMK Electroless Nickel Plating
 Hex Socket Head Cap Screw

1 pc. (Stainless Steel)SHSTS SHSTSH SHSTSK EN 1.4301 
Equiv. -

SHSTA SHSTAH - Aluminum 
Alloy 6000 

series

Clear Anodize

SHSTD SHSTDH - Black Anodize Hex Socket Head Cap Screw 1 pc.

EH dimensions in ( ) are applicable to w/o Dowel Hole Type only.  EDowel Hole Type is applicable to D dimensions 8 ~ 50 only.

Part Number H

L H1 T S W L1 d E
Tightening 

Screw
M

d2 d1 L C Q L1

Unit Price

W/o Dowel Hole With Dowel Hole

Type D
Height H 

Selectable Type
Height H Configurable Type

0.1mm Increment

Height H Selectable Type Height H Configurable Type Height H Selectable Type

SHSTB SHSTM SHSTS SHSTA SHSTD SHSTBH SHSTMH SHSTSH SHSTAH SHSTDH SHSTBK SHSTMK SHSTSK

W/o Dowel Hole
Height H Selectable
SHSTB
SHSTM
SHSTS
SHSTA
SHSTD

Height H 
Configurable
SHSTBH
SHSTMH
SHSTSH
SHSTAH
SHSTDH

With Dowel Hole
SHSTBK
SHSTMK
SHSTSK
(8≤D≤50)

3
10 15 20 10.0~20.0

26

H+11

8 4 10 18 3.5

7
M3 

Through
3.5 6.5 3.5 1.5 - -

- - -

4 - - -

5
10 15 20 25 10.0~25.0 H+12 8

- - -

6 - - -

8 (10) 15 20 25 30 40 10.0~40.0

42

H+16

10 6

18 30

4.5

11
M4 

Through
4.5 8 4.5

2

4 5

10
(10) 15 20 25 30 10.0~30.0

12
H+18 13

13
(15) 20 25 30 15.0~30.0

15
54 H+20 30 42 15

M4
Depth 816 (15) 20 25 30 40 15.0~40.0

18
20 25 30 40 50 60 20.0~60.0

67
H+26

16 8 35 50 6.6
18 M6 

Through
6.6 11 6.5

5 7

20

25 (20) 25 30 40 50 60 20.0~60.0 H+28 21

30 25 30 40 50 60 25.0~60.0
85

H+33

20 10
45 65

9

24
M8 

Depth 16
9 14 9

3
35 (25) 30 40 50 60 25.0~60.0 H+36 27

40 30 40 50 60 80 30.0~80.0 100 H+38 60 80 29

50 40 50 60 80 40.0~80.0 125 H+51 25 15 75 100 14 38 M12 Depth 24 14 20 13

QWide

E D dimensions 30 ~ 50 come with 2 screws.

Type MMaterial SSurface Treatment AAccessory

SHSTBN EN 1.1191 
Equiv.

Black Oxide Hex Socket Head Cap Screw 1 pc.

SHSTMN Electroless Nickel Plating
Hex Socket Head Cap 

Screw 1 pc.
(Stainless Steel)

SHSTSN EN 1.4301 
Equiv. -

SHSTAN EN AW-5052 
Equiv. Clear Anodize

ESlit is machined after the mounting hole D is bored to H7 tolerance. The tolerance may become H8 or so depending on the machining condition.

25 6.3 1.6

W

L

L

S

H

1

1

A
1.6

M

EC

H
±

0
.0

2

6.3
D

H
7

6.3

T/2

T 0.05/100 A

A0.02 A0.02

1.6

6.3
D

H
7

6.3

T 0.05/100 A

1.6

T/2

T/2

2-d Through 4-d Through

2-d2 Through

2-d1 Counterbore Depth M

d2 Through

d1 Counterbore Depth M

· D8~25 · D30~50

Part Number H 
Selection

L H1 T S W L1 d E
Tightening

Screw
M

d2 d1 L C
Unit Price

Type D SHSTBN SHSTMN SHSTSN SHSTAN

SHSTBN

SHSTMN

SHSTSN

SHSTAN

8 10 15 20 25 30 40

48

H+18
15

6
24 36

6.6

11

M6 

Through
6.6 11 6.5

2

10 10 15 20 25 30 40 50 60  H+19 12
12 10 15 20 25 30 40 50 60

H+21 18 14
13 15 20 25 30 40 50 60
15 15 20 25 30 40 50 60

54 H+23 20 30 42 16
16 15 20 25 30 40 50 60
20 20 25 30 40 50 60 80

67
H+29 25

8 35 50 9
19

M8 

Through 9 14 9
25 20 25 30 40 50 60 80 H+31 30 22
30 25 30 40 50 60 80

85
H+33

35
10

45 65 6.6
24

3
35 25 30 40 50 60 80 H+36 27
40 30 40 50 60 80 100 H+38 40 60 80 9 29 M8 Depth 16
50 40 50 60 80 125 H+51 50 15 75 100 11 38 M12 Depth 24 14 20 13

EAssembly Examples DP.232 25 6.3 1.6

1.6 1.6

1.6

6.3 6.3

1.6

W W

H
±

0.
02

H
±

0.
02

1

H
1

E E

L1

L

L1

L
Dowel Hole

QH7 Depth M1

D
H

7

T/2

T

A A

0.05/100

0.02 A

A

S S

M

2-d Through 2-d Through

M
C C d1 Counterbore Depth M

d2 Through

* D3 and D4 have 4mm deeper slits.

· W/o Dowel Hole · With Dowel Hole

E��Slit is machined after the mounting hole D is bored to H7 tolerance.
      The tolerance may become H8 or so depending on the machining condition.

Part Number - H

SHSTM8
SHSTMH8
SHSTMN20

-
-
-

25
25.6
30



-2471 -2481

Height H Selectable Height H Configurable .Material 4Surface Treatment"Accessory

SHWTB SHWTBH EN 1.1191 
Equiv.

Black Oxide Hex Socket Head Cap Screw 1 pc.

SHWTM SHWTMH Electroless Nickel Plating
 Hex Socket Head Cap

Screw 1 pc.
(Stainless Steel)

SHWTS SHWTSH EN 1.4301 Equiv. -

SHWTA SHWTAH Aluminum Alloy 6000 series Clear Anodize

Height H Selectable Height H Configurable .Material 4Surface Treatment"Accessory

SHPTB SHPTBH EN 1.1191 
Equiv.

Black Oxide Hex Socket Head Cap Screw 2 pc.

SHPTM SHPTMH Electroless Nickel Plating
 Hex Socket Head Cap

Screw 2 pc.
(Stainless Steel)

SHPTS SHPTSH EN 1.4301 
Equiv. -

SHPTA SHPTAH EN AW-6063 
Equiv. Clear Anodize

Part Number H

L H1 T S W L1 d E
Tightening 

Screw
M

d2 d1 - C

Unit Price

Type D
Height H Selectable 

Type
Height H Configurable Type

0.1mm Increment

Height H Selectable Type Height H Configurable Type

SHWTB SHWTM SHWTS SHWTA SHWTBH SHWTMH SHWTSH SHWTAH

Height H Selectable

SHWTB
SHWTM
SHWTS
SHWTA

Height H 

Configurable

SHWTBH
SHWTMH
SHWTSH
SHWTAH

8 10 15 20 25 30 40 10.0~40.0 44 H+7

12 6

28 36

4.5

9

M4 

Depth 8
4.5 8 4.5

2

10
10 15 20 25 30 10.0~30.0

50

H+9

32 41 11
12 H+10

13 15 20 25 30 15.0~30.0 H+11

16 15 20 25 30 40 15.0~40.0 H+12

20 20 25 30 40 50 60
20.0~60.0 75

H+15
16 8 49 62 6.5

17 M6 

Depth 12
6.6 11 6.5

25 20 25 30 40 50 60 H+18 18

30
25 30 40 50 60 25.0~60.0

94 H+21

20 10

62 78

9

22
M8 

Depth 16
9 14 9 335 98 H+24 66 82 24

40 30 40 50 60 80 30.0~80.0 103 H+27 71 87 27

Part Number H
Selection

L H1 T S W L1 d E
Tightening

Screw
M

d2 d1 - C
Unit Price

Type D SHWTBN SHWTMN SHWTSN SHWTAN

SHWTBN

SHWTMN

SHWTSN

SHWTAN

8 10 15 20 25 30 40

62

H+10
15

6 38 50 6.6

11

M6 

Depth 12
6.6 11 6.5

2

10 10 15 20 25 30 40 50 60 H+11

12

12 10 15 20 25 30 40 50 60
H+12 18

13 15 20 25 30 40 50 60

15 15 20 25 30 40 50 60
H+14 20

16 15 20 25 30 40 50 60

20 20 25 30 40 50 60 80
85 H+18

25
8 53 70 9 18

M8 

Depth 16
9 14 9

25 20 25 30 40 50 60 80 30

30 25 30 40 50 60 80 102 H+21
35

10

62 82
6.6

22

335 25 30 40 50 60 80 106 H+24 66 86 24

40 40 50 60 80 111 H+27 40 71 91 9 27

Part Number H 
Selection L H1 T S W L1 d E Tightening Screw

M d2 d1 - C
Unit Price

Type D SHPTBN SHPTMN SHPTSN SHPTAN

SHPTBN

SHPTMN

SHPTSN

SHPTAN

8 10 15 20 25 30 40

62

H+10
15

6 38 50 6.6

23

M6

Depth 12
6.6 11 6.5

2

10 10 15 20 25 30 40 50 60 H+11

24
12 10 15 20 25 30 40 50 60

H+12 18
13 15 20 25 30 40 50 60
15 15 20 25 30 40 50 60

H+14 20
16 15 20 25 30 40 50 60
20 20 25 30 40 50 60 80

85 H+18
25

8 53 70 9 36
M8

Depth 16
9 14 9

25 20 25 30 40 50 60 80 30
30 25 30 40 50 60 80

110
H+30

35
10

70 90 6.6 48
3

35 25 30 40 50 60 80
40 30 40 50 60 80 116 40 76 96 9 56
50 40 50 60 80 154 H+40 50 15 102 128 11 76 M12 Depth 24 14 20 13

Part Number H

L H1 T S W L1 d E
Tightening 

Screw 
M

d2 d1 - C

Unit Price

Type D
Height H Selectable 

Type
Height H Configurable Type

0.1mm Increment
Height H Selectable Type Height H Configurable Type

SHPTB SHPTM SHPTS SHPTA SHPTBH SHPTMH SHPTSH SHPTAH

Height H Selectable

SHPTB
SHPTM
SHPTS
SHPTA

Height H 

Configurable

SHPTBH
SHPTMH
SHPTSH
SHPTAH

3
10 15 20 10.0~20.0

38

H+6

8 4 22 30 3.5 13
M3

Depth 6
3.5 6.5 3.5 1.5

4

5
10 15 20 25 10.0~25.0 H+7

6

8 10 15 20 25 30 40 10.0~40.0 50

H+10
10 6

30 40

4.5

20

M4

Depth 8
4.5 8 4.5

2

10
10 15 20 25 30 10.0~30.0

60 38 50 26
12

13 15 20 25 30
15.0~40.0

16 15 20 25 30 40 H+12

20
20 25 30 40 50 60 20.0~60.0 82

H+17
16 8 50 66 6.6 36

M6
Depth 12

6.6 11 6.5
25 H+20

30
25 30 40 50 60 25.0~60.0 110

H+30 20 10
70 90

9
48 M8

Depth 16
9 14 9

3
35

40 30 40 50 60 80 30.0~80.0 116 76 96 56

50 40 50 60 80 40.0~80.0 154 H+40 25 15 102 128 14 76 M12 Depth 24 14 20 13

Shaft Supports  T-Shaped Side Slit (Machined)

Standard / Wide

Shaft Supports  T-Shaped Split (Machined)

Standard / Wide

2Standard 2Standard

Part Number - H

SHWTM8
SHWTMH8
SHWTSN30

-
-
-

25
25.6
40

Part Number - H

SHPTM8
SHPTMH8
SHPTMN25

-
-
-

25
25.6
40

2Wide

& D dimensions 30 ~ 40 come with 2 screws.

Type .Material 4Surface Treatment "Accessory

SHWTBN EN 1.1191 
Equiv.

Black Oxide Hex Socket Head Cap Screw 1 pc.

SHWTMN Electroless Nickel Plating
 Hex Socket Head Cap

Screw 1 pc.
(Stainless Steel)

SHWTSN EN 1.4301 
Equiv. -

SHWTAN EN AW-5052 
Equiv. Clear Anodize

2Wide

& D dimensions 30 ~ 50 come with 4 screws.

Type .Material 4Surface Treatment "Accessory

SHPTBN EN 1.1191 
Equiv.

Black Oxide Hex Socket Head Cap Screw 2 pcs.

SHPTMN Electroless Nickel Plating
Hex Socket Head Cap 

Screw 2 pcs.
(Stainless Steel)

SHPTSN EN 1.4301 
Equiv. -

SHPTAN EN AW-5052 
Equiv. Clear Anodize

M

6.3 6.3

T/2

T 0.05/100 A

A

1.6D
H

7

0.02

d2 Through, d1 Counterbore Depth M

2-M

6.3 6.3

T/2

T/2

T 0.05/100 A

A

1.6D
H

7

0.02

2-d2 Through, d1 Counterbore Depth M
W

L

L

S

H

1

1

A
1.6

E

C

H
±

0
.0

2

2-d Through 4-d Through

25 6.3 1.6

· D8~25 · D30~40

& Pilot hole for tapped hole M may be through.

&Slit is machined after the mounting hole D is bored to H7 tolerance. The tolerance may become H8 or so depending on the machining condition.

M

6.3 6.3

T/2

T 0.05/100 A

A

1.6

D
H

7

0.02

W

L

L

S

H

1

1

A
1.6

E

C

H
±

0
.0

2

2-d Through

d2 Through, d1 Counterbore Depth M

25 6.3 1.6

& Pilot hole for tapped hole M may be through.

&Slit is machined after the mounting hole D is bored to H7 tolerance. The tolerance may become H8 or so depending on the machining condition.

25 6.3 1.6

S

L
L
1

H
1

A
1.6

W
E

C

H
±

0
.0

2

6.3 6.3

T/2

T 0.05/100 A

1.6D
+

0
.1

0

A0.02

2-d2 Through, d1 Counterbore Depth M

6.3 6.3

T/2

T 0.05/100 A

1.6D
+

0
.1

0

A0.02

4-d2 Through, d1 Counterbore Depth M
T/2

2-d Through

2-M

4-d Through

4-M

· D8~25 · D30~50

& Pilot hole for tapped hole M may be through.

W

L

L

S

H

1

1

A
1.6

E

C

2-M

H
±

0
.0

2 2-d Through

6.3 6.3

T/2

T 0.05/100 A

D

A

1.6

+
0

.1
0

0.02

2-d2 Through, d1 Counterbore Depth M

25 6.3 1.6

& Pilot hole for tapped hole M may be through.

Combination of these app. examples can be 
selected on our website
Details about Selection Procedure % P.87

2Features: Shafts can be secured without damage. Each screw can be fixed from above. 2Features: Shaft Supports are removable and thus, facilitate maintenance.

Combination of these app. examples can be 
selected on our website.
Details about Selection Procedure % P.87
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Shaft Supports  Compact Type (Machined)

Set Screw / Wide Set Screw / Side Slit / Split / Wide Split

QSplit

QFeatures: Space-saving compact type. L dimensions are more compact than the conventional T-Shaped Type. (Refer to Size Comparison Table on the next page.)

QSet Screw 

QSide Slit

E Refer to the comparison table on the next page.

6.325 1.6

6.3

1.6

6.3

1.6

H
±

0
.0

2H
1

L1

L

D
H

7

T/2

T

A

0.05/100

0.02 A

A

M
d1 Counterbore Depth M

2-d Through

QFeatures: Space-saving compact type. Height (H1) and L dimensions are more compact than the conventional Split Type. (Refer to Size Comparison Table below.)

QWide Split
6.325 1.6

6.3 6.3

1.6

1.6

H
±

0
.0

2H
1

L1

L

T/2

T

A

0.05/100

0.02 A

A

2-d Through

d1 Counterbore Depth M

C D
 +

 0
.1

  
0
  
 

6.325 1.6

• W/O Dowel Hole • With Dowel Hole

6.3 6.3

1.6

6.3 6.3

1.6

1.6 1.6 B

H
±

0
.0

2

H
1

H
±

0
.0

2

P±0.02

H
1

L1

L L1

L

T/2

T

T/2

T
A A

B

0.05/100

0.02 A

A0.05/100

0.02 A

A

2-d Through

d1 Counterbore Depth M

Dowel Hole

2-QH7 Depth M1

d1 Counterbore Depth M

2-d Through

C

C

D
 +

 0
.1

  
0
  
 

D
 +

 0
.1

  
0
  
 

0.02

E Refer to Size Comparison Table below.

Type MMaterial SSurface Treatment

SHMWB EN 1.1191 
Equiv.

Black Oxide

SHMWM Electroless Nickel Plating

SHMWS
EN 1.4301 

Equiv. -

6.3 6.3

1.6

1.6

H
±

0
.0

2H
1

L1

L

T/2

T

A

0.05/100

0.02 A

A

2-d Through

d1 Counterbore Depth M

C D
 +

 0
.1

  
0
  
 

6.325 1.6

Part Number H 

Selection
L H1 T L1 d d1 L C

Unit Price
Type D SHMWB SHMWM SHMWS

SHMWB

SHMWM
SHMWS

6 5 10 15 24
H+7

10 15

4.5 8 4.5 2

8 10 15 20 26

12

17
10 10 15 20

32
H+9

22
12 10 15 20 H+10
15 15 20 25

34 H+11.5 24
16 15 20 25
20 15 20 25

50
H+17

16
34

6.6 11 6.5

3
25 20 25 30 H+19.5 36
30 20 25 30

70
H+23

22
48

9 14 935 25 30 35 H+25
40 25 30 35 76 H+30 58

Part Number - H

SHMPB8

SHMPSN40

-
-

10
30

E� H dimensions in ( ) are applicable to w/o Dowel Hole Type only.  XD6 is not available for Dowel Hole Type.

Part Number H 

Selection
L H1 T L1 d d1 L Q P L1 C

Unit Price
Type D SHMPB SHMPM SHMPS SHMPBK SHMPMK SHMPSK

(W/o Dowel Hole)

SHMPB

SHMPM

SHMPS

(With Dowel Hole)

SHMPBK

SHMPMK

SHMPSK

6 10 15 20 25 24 H+7 10 14

4.5 8 4.5

-
5

-

2

- - -
8 (10) 15 20 25 26

H+10
12

16

3 5
10 (10) 15 20 25

32 20 8
12 (10) 15 20 25
15 (15) 20 25

34 H+12 23 9
16 (15) 20 25
20 (15) 20 25 30

50
H+15

16
34

6.6 11 6.5 4
16

7
25 (20) 25 30

H+20
36 20

30 (20) 25 30 35
70

22
48

9 14 9 5
28

8 335 (25) 30 35
H+25

40 (25) 30 35 76 56 34

Type MMaterial SSurface Treatment A Accessory

SHMTB EN 1.1191 
Equiv.

Black Oxide Hex Socket Set Screw 1 pc.

SHMTM Electroless Nickel Plating Hex Socket Set Screw
1 pc. (Stainless Steel)SHMTS

EN 1.4301 
Equiv. -

Type MMaterial SSurface Treatment

SHMPBN EN 1.1191 
Equiv.

Black Oxide

SHMPMN Electroless Nickel Plating

SHMPSN
EN 1.4301 

Equiv. -

Part Number H 

Selection
L H1 T L1 d d1 L C

Unit Price
Type D SHMPBN SHMPMN SHMPSN

SHMPBN

SHMPMN

SHMPSN

8 10 15 20 25 34
H+10

15
20

6.6 11 6.5
2

10 10 15 20 25 36 22
12 10 15 20 25 38 18 24
15 15 20 25

42 H+12 20 28
16 15 20 25
20 15 20 25 30 54 H+15 25 36

9 14 9
25 20 25 30 60

H+20
30 42

30 20 25 30 35 74
35

52
11 17.5 11 335 25 30 35 78

H+25
56

40 25 30 35 80 40 58

Type
M Material S Surface Treatment

W/o Dowel Hole With Dowel Hole

SHMPB SHMPBK EN 1.1191 
Equiv.

Black Oxide

SHMPM SHMPMK Electroless Nickel Plating

SHMPS SHMPSK
EN 1.4301 

Equiv. -

Part Number H 

Selection
L H1 T L1 d d1 L

Set Screw
M

Unit Price
Type D SHMTB SHMTM SHMTS

SHMTB

SHMTM

SHMTS

6 5 10 15 24 H+8 10 14

4.5 8 4.5 M4

8 10 15 20 26 H+9

12

16
10 10 15 20

32
H+10

20
12 10 15 20 H+11
15 15 20 25

34 H+15 23
16 15 20 25
20 15 20 25

50
H+18

16
34

6.6 11 6.5

M6
25 20 25 30 H+20 36
30 20 25 30

70
H+23

22
48

9 14 935 25 30 35 H+25
40 25 30 35 76 H+30 58

Part Number H 

Selection
L H1 T L1 d d1 L

Set Screw
M

Unit Price
Type D SHMTBN SHMTMN SHMTSN

SHMTBN

SHMTMN

SHMTSN

8 10 15 20 34 H+9
15

20

6.6 11 6.5 M6
10 10 15 20 25 36 H+10 22
12 10 15 20 25 38 H+11 18 24
15 15 20 25

42 H+15 20 28
16 15 20 25
20 15 20 25 30 54 H+18 25 36

9 14 9 M8
25 20 25 30 60 H+20 30 42
30 20 25 30 35 74 H+23

35
52

11 17.5 11 M1035 25 30 35 78 H+26 56
40 25 30 35 80 H+30 40 58

QWide Set Screw Type MMaterial SSurface Treatment A Accessory

SHMTBN EN 1.1191 
Equiv.

Black Oxide Hex Socket Set Screw 1 pc.

SHMTMN Electroless Nickel Plating Hex Socket Set Screw
1 pc. (Stainless Steel)SHMTSN

EN 1.4301 
Equiv. -

6.3

1.6

6.3

D
H

7

T/2

T 0.05/100

0.02 A

A

d1 Counterbore Depth M

2-d Through

1.6

H
±

0
.0

2H
1

L1

L

A

M

6.325 1.6

QFeatures

· Dowel Hole Type enables easy positioning and assembly.

SHSPB8-25 (P.259)
Bottom Mount Split

SHPTB8-10 (P.248)
T-Shaped Split

SHMPB8-10
Compact Split

ESize Comparison (Actual Dimension x1/2)

SHSB10-20 (P.257)
Bottom Mount Standard

SHTS10-10 (P.245)
T-Shaped Standard

SHMTB10-10
Compact Standard

QSize Comparison Table

D

L Dimension

Compact 
Standard

T-Shaped Standard
P.205

Difference

6 24 26 -2

8 26 42 -16

10 32 42 -10

12 32 42 -10

15 34 54 -20

16 34 54 -20

20 50 67 -17

25 50 67 -17

30 70 85 -15

35 70 85 -15

40 76 100 -24

More compact than the conventional products. 

(Space-saving design)
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Shaft Supports  T-Shaped (Machined)

With Clamp Lever / Hinged

QFeatures: Shafts can be easily mounted or removed. Hinged Type comes with one tightening screw.QFeatures: Appropriate for frequent shaft position adjustments or maintenance in fixture applications.

QL-Shaped QBottom Mount QSide Mount

QFeatures: Shafts can be easily mounted or removed. Hinged Type comes with one tightening screw.

Shaft Supports  Hinged (Machined)

L-Shaped / Bottom Mount / Side Mount

· L-Shaped

1.6

1.6

6
.3

0.02 A

A

D
0

+
0

.1

1
.5

S

L1

L W
W1

E

H
1

H1

H
±

0
.0

2

0.05/100 A

T

T/2

2-d Through

d2 Through, 

d1 Counterbore Depth M

2-C1.5

2-C1.0

M

· Bottom Mount

A
1.6

1.6

0.05/100 A

0.02 A

E

L1

L

H
1

H
±

0
.0

2

M
1
x1

.5
1.

5

T

M

T/2

d2 Through, d1 Counterbore Depth M

2-C1.5

2-M1

D
0

+
0

.1

6
.3

6
.3

2-C1.0

· Side Mount

1.6

6
.3 6

.3

2-C1.0

E

1
.5

H
1

H

H
2

L1

L T

T/2

d2 Through, d1 Counterbore Depth M

M
2-d

2-C1.5

D
0

+
0

.1

25 6.3 1.6

Part Number - H

SHYHM30 - 40

Part Number - H

SHHTB30 - 30

A
1.6

6
.3

1.6

6
.3

W
E

H
1

H
±

0
.0

2

L
L1

S

0.05/100 A

0.02 A

T

T/2

2-d Through

d2 Through, d1 Counterbore Depth M

2-C1.5

M

D
0

+
0

.1

1
.5

2-C1.0

25 6.3 1.6

QWith Clamp Lever

Part Number - H - Lever Color

SHSTBCL20 - 30 - M

QHinged

Part Number H 
Selection

L H1 T S W L1 d E
Tightening

Screw
M

d2 d1 L
Unit Price

Type D SHHTB SHHTM SHHTS

SHHTB
SHHTM
SHHTS

10 20
50

H+9
10

6
30 40

4.5
10 M4 5 8

4

12 20 30 H+10 5

16 25 30 60 H+12 12
40

50 14
M5 7 9.5

6

20 25 30 65 H+15
16 8

52 5.5 14.5
8

25 30 50 75 H+18 50 62 6.6 18
M6 8 13

30 30 60 100 H+21 19 10 65 80 9 24 11

D
Unit Price

SHKHB SHKHM SHKHS SHSHB SHSHM SHSHS SHYHB SHYHM SHYHS

10

12

16

20

25

30

Part Number H 
Selection

Lever Color L H1 T S W L1 d E
M 

(Coarse)
d2 d1 L C H2 H3 H4 Lever

Unit Price

Type D SHSTBCL SHSTMCL SHSTSCL

SHSTBCL

SHSTMCL

SHSTSCL

8 40

 M
(Orange)

 B
(Black)

 S
(Silver Gray)

42
H+16

10 6

18 30

4.5

11

M4 4.5 8 4.5

2 35 45 6.5

CLDM4-16-M/B/S
(CLMS4-16-M/B/S)

10 40

12 40 H+18 13

16 40 54 H+20 30 42 15
CLDM4-25-M/B/S
(CLMS4-25-M/B/S)

20 30 40 50 60
67

H+26
16 8 35 50 6.6

18
M6 6.6 11 6.5

CLDM4-25-M/B/S
(CLMS4-25-M/B/S)25 30 40 50 60 H+28 21

30 40 50 60 85 H+33 20 10 45 65 9 24 M8 9 14 9 3 45.5 63 8.75
CLDM4-32-M/B/S
(CLMS4-32-M/B/S)

E� Levers in ( ) are used for SHSTSCL.

Spring Pin on Hinge

M Material:  Spring Stainless Steel   JIS-

SSPSR (W P.Q2  -263)

Type
MMaterial SSurface 

Treatment AAccessory
T-Shaped

SHHTB EN 1.1191 
Equiv.

Black Oxide Hex Socket Head Cap Screw 1 pc. Nylon
Washer
1 pc.

SHHTM Electroless Nickel Plating Hex Socket Head Cap Screw 1 pc.
(Stainless Steel)SHHTS EN 1.4301 Equiv. -

Spring Pin on Hinge

M Material:  Spring Stainless Steel   JIS-

SSPSR (W P.Q2  -263)

Type
MMaterial SSurface 

Treatment AAccessory
L-Shaped Bottom Mount Side Mount

SHKHB SHSHB SHYHB EN 1.1191 
Equiv.

Black Oxide Hex Socket Head Cap Screw 1 pc. Nylon
Washer
1 pc.

SHKHM SHSHM SHYHM Electroless Nickel Plating Hex Socket Head Cap Screw 1 pc.
(Stainless Steel)SHKHS SHSHS SHYHS EN 1.4301 Equiv. -

Part Number H 
Selection

L H1 T S W W1 L1 d E
Tightening

Screw
M

d2 d1 L
Type D

SHKHB
SHKHM
SHKHS

10 20
30

H+9
10

6
20 15 20

4.5
10 M4 5 8

4

12 20 H+10 5

16 25
40

H+12 12 24 18 28 14
M5 7 9.5

6

20 25 30 H+15
16 8 29

22.5 30 5.5 14.5
8

25 40 50 H+18 23 36 6.6 18
M6 8 13

30 40 65 H+21 19 10 37 28 48 9 24 11

QL-Shaped

Part Number H 
Selection

L H1 T L1 E
Tightening

Screw
M

M1 d2 d1 L H2 d
Type D

Bottom Mount 

SHSHB
SHSHM
SHSHS

Side Mount

SHYHB
SHYHM
SHYHS

10 20
30

H+9
10 20 10 M4

M4
5 8

4

5 4.512 20 H+10 5

16 25
40

H+12 12
24

14
M5 7 9.5

6

20 25 30 H+15
16

14.5
M6 8 7

5.5

25 40 50 H+18 35 18
M6 8 13

6.6

30 40 65 H+21 19 45 24 M8 11 10 9

QBottom Mount Type, Side Mount Type

H
1

H
±

0
.0

2
E

W

L1

L

M

T

T/2

d2 Through

d1 Counterbore Depth M

S

2-d Through

H2

H4
H

3

Collar

D
H

7

A

C

1.6

1.6

6.3 6.3

0.02 A

0.05/100 A

6.325 1.6

• Collar Details

ESlit is machined after the mounting hole D is 
bored to H7 tolerance. The tolerance may become 
H8 or so depending on the machining condition.

Type
Shaft Supports Clamp Lever Lever Thread Section Collar

M Material S Surface Treatment M Material S Surface Treatment M Material S Surface Treatment M Material S Surface Treatment

SHSTBCL EN 1.1191 Equiv. Black Oxide
Zinc 

Diecast
Baked Paint

EN 1.0718 
Equiv. Black Chromate

EN 1.0715 
Equiv.

Black Oxide

SHSTMCL EN 1.1191 Equiv. Electroless Nickel Plating Electroless Nickel Plating

SHSTSCL EN 1.4301 
Equiv. - EN 1.4305 

Equiv. - EN 1.4305 
Equiv. -

E� Clamp Lever Details WP.Q2  -1139
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QFeatures : Cast manufacturing enabled more economical prices than the other machined products of the same type. QFeatures : Cast manufacturing enabled more economical prices than the other machined products of the same type.

Shaft Supports  - L-Shaped (Cast)

Standard / Slit

Shaft Supports    - L-Shaped (Cast)

Side Slit / Split

Q Standard 25 6.3

6.3

25

25

B1

L

B
3

B
2

H
1

S

H
±

0
.0

2

DH7

A±0.05

R1

R1

R1

R1

R1

R1

M

Cast Character

(Back Side)
L1

2-d

T/2

T

2-R1

W1

W

2-C1 D
H

7

QSlit Type 25 6.3

6.3

DH7

R1

R1

R1

R1 R1

R1

Cast Character

(Back Side)

2-d

2-R1

2-C1

25

25

C

A±0.05

M

S

H
±

0
.0

2
E

H
1

B
3

B
2

B1

L

L1

W1

W

T/2

T
d2 Through, 
d1 Counterbore Depth M

D
H

7

E� Slit is machined after the mounting 

hole D is bored to H7 tolerance.

  The tolerance may become H8 or so 

depending on the machining condition.

QSide Slit

QSplit Type
25 6.3

L1 2-R1

2-d

R1
A±0.05

E

B1

L

B
3

B
2

25

S
C

H
±

0
.0

2

H
1

25

R1

R1

R1

R1R1

T/2

T

W1

W

6.3

2-C1

M 

d2 Through

d1 Counterbore Depth M

Cast Character

(Back Side)

D
+

0
.1

0
.0

D
0

+0.1

E� Pilot hole for tapped hole M may be 
through.

25 6.3

R1R1

R1

R1

R1R1

T/2

T

W1

W

L1 2-R1

2-d

A±0.05 E

B1

L

B
3

B
2

25

S
C

H
±

0
.0

2

H
1

25

6.3

2-C1

M 

d2 Through
d1 Counterbore Depth M

DH7

Cast Character

(Back Side)

D
H

7

E� Slit is machined after the mounting 

hole D is bored to H7 tolerance.

  The tolerance may become H8 or 

so depending on the machining 

condition.

E� Pilot hole for tapped hole M may 

be through.

Part Number

SHKSBT8

Part Number

SHKWBT12

Type M MaterialS Surface TreatmentA Accessory

SHKLBT EN 1.1191 
Equiv.

Black Oxide Hex Socket Set Screw 1 pc.

SHKLMT Electroless Nickel Plating Hex Socket Set Screw 1 pc.
 (Stainless Steel)SHKLST EN 1.4301 Equiv. -

Part Number
H L H1 T S W W1 A

Tightening 
Screw

M
L1 d B1 B2 B3

Mass
g

Unit Price
Type D SHKLBT SHKLMT SHKLST

SHKLBT

SHKLMT

SHKLST

8 15

25

24

10

6 20 15 12.5 M4 13 5.5

14

7

2

60

10
20

30

8

72

12 31 71

16
25

38 79

20
40

43
8 26 18 20

M6
24 6.5

209

25
30

50 222

30 50 53 12 10 30 20 25 30 9 369

Part Number
H L H1 T S W W1 A L1 d E

Tightening 
Screw

M
d2 d1 L C B1 B2 B3

Mass 
g

Unit Price
Type D SHKPBT SHKPMT SHKPST

SHKPBT

SHKPMT

SHKPST

8 15 30 23

12 6 22 17

15

20
5.5

20
M4 4.5 8 4.5

2
14

7

2

65

10
20 32

29
16

8

85

12 30 85

16
25

38 37 19 26 26 121

20
50

40
16 8 32 24 25 36 6.5 36 M6 6.5 11 6.5

230

25
30

48 257

30 70 51 20 10 40 30 35 48 9 48 M8 9 14 9 3 483

Type M Material S Surface Treatment AAccessory

SHKPBT
EN 1.1191 Equiv.

Black Oxide Hex Socket Head
Cap Screw 2 pcs.

SHKPMT Electroless Nickel Plating Hex Socket Head Cap
Screw 2 pcs.

(Stainless Steel)SHKPST EN 1.4301 Equiv. -

Part Number
H L H1 T S W W1 A L1 d E

Tightening 
Screw

M
d2 d1 L C B1 B2 B3

Mass 
g

Unit Price
Type D SHKSBT SHKSMT SHKSST

SHKSBT

SHKSMT

SHKSST

8 15

25

31

12 6 22 17
12.5

15 5.5

11

M4 4.5 8 4.5

2
14

7

2

72

10
20

36

8

82

12 38 13 83

16
25

30 45 15 15 114

20
40

51
16 8 32 24 20 24 6.5

18
M6 6.5 11 6.5

236

25
30

58 21 249

30 50 63 20 10 40 30 25 30 9 24 M8 9 14 9 3 417

Type M MaterialS Surface Treatment A Accessory

SHKSBT EN 1.1191 
Equiv.

Black Oxide Hex Socket Head Cap Screw 1 pc.

SHKSMT Electroless Nickel Plating Hex Socket Head Cap Screw 1 pc.
(Stainless Steel)SHKSST EN 1.4301 Equiv. -

Type M MaterialS Surface Treatment A Accessory

SHKWBT
EN 1.1191 Equiv.

Black Oxide Hex Socket Set Screw 1 pc.

SHKWMT Electroless Nickel Plating Hex Socket Set Screw
1 pc. (Stainless Steel)SHKWST EN 1.4301 Equiv. -

Part Number
H L H1 T S W W1 A L1 d E

Tightening 
Screw

M
d2 d1 L C B1 B2 B3

Mass 
g

Unit Price
Type D SHKWBT SHKWMT SHKWST

SHKWBT

SHKWMT

SHKWST

8 15 30 23

12 6 22 17

15

20
5.5

10
M4 4.5 8 4.5

2
14

7

2

70

10
20 32

29
16

8

90

12 30 90

16
25

38 37 19 26 13 127

20
50

40
16 8 32 24 25 36 6.5 18 M6 6.5 11 6.5

243

25
30

48 271

30 70 51 20 10 40 30 35 48 9 24 M8 9 14 9 3 503
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A

1
H

1.6

L W

L 1

S

M

A0.05/100

A

W

1.6D
H

7

0.02

1

T
T/2

H
±

0
.0

2

6.3

2-d Through

25 6.3 1.6QStandard

QSlit Type

QSide Slit

A

1
H

1.6

L W

L1

A0.05/100

A

W

1.6D
H

7

0.02

1

T
T/2M

S

c

E
H

±
0

.0
2

6.3

2-d Through

25 6.3 1.6

d2 Through

d1 Counterbore Depth M

*  D3, D4and D5 have 4 mm  
deeper slits.

E� Slit is machined after the 
mounting hole D is bored to H7 
tolerance. The tolerance may 
become H8 or so depending 
on the machining condition.

QSplit

Shaft Supports  L-Shaped (Machined)

Standard / Slit

Shaft Supports  L-Shaped (Machined)

Side Slit / Split

Part Number - H

SHKLM8
SHKLMH8

-
-

25
25.6

Part Number - H

SHKWS20
SHKPSH20

-
-

30
30.6

Height H 
Selectable Type

Height H 
Configurable Type M Material S Surface Treatment A Accessory

SHKLB SHKLBH EN 1.1191 
Equiv.

Black Oxide
Hex Socket Head Cap Screw 1 pc.

Set Screw 1 pc.

SHKLM SHKLMH Electroless Nickel Plating   Hex Socket Head Cap Screw 1 pc.
 Set Screw 1 pc.
(Stainless Steel)

SHKLS SHKLSH EN 1.4301 Equiv. -

SHKLA SHKLAH EN AW-6063 Equiv. Clear Anodize

Part Number H

L H1 T S W W1

Set 
Screw 

M
L1 d

Unit Price

Type D Height H Selectable Type
Height H Configurable Type

0.1mm Increment
Height H Selectable Type Height H Configurable Type

SHKLB SHKLM SHKLS SHKLA SHKLBH SHKLMH SHKLSH SHKLAH

Height H 
Selectable
Type
SHKLB
SHKLM
SHKLS
SHKLA

Height H 
Configurable
Type
SHKLBH
SHKLMH
SHKLSH
SHKLAH

3 10 15 20
10.0~20.0

20

H+5

6 4 14 10 M3 10 3.6
4 10 15 20 H+6
5 15 20 25

15.0~25.0
H+7

6 15 20 25 H+8
8 15 20 25 30 40 15.0~40.0

25

H+9

8 6 18 13 M4 13 4.5
10 20 25 30 40

20.0~40.0
H+10

12 20 25 30 40 H+11
13 20 25 30 40 H+12
16 20 25 30 40 20.0~40.0 H+13
20 25 30 40 50 60 25.0~60.0

40
H+18

10 8 26 18
M6

24 6.6
25 30 40 50 60 30.0~60.0 H+20
30 35 40 50 60 35.0~60.0

50
H+23

12
10

32 22
30 935 40 50 60 40.0~60.0 H+25

40 40 50 60 80 40.0~80.0 H+30
16

36 26
M8

50 50 60 80 50.0~80.0 65 H+38 15 40 28 40 14

Part Number H

L H1 T S W W1 L1 d E
Tightening 

Screw
M

d2 d1 L C

Unit Price

Type D
Height H 

Selectable Type
Height H Configurable Type

0.1mm Increment
Height H Selectable Type Height H Configurable Type

SHKPB SHKPM SHKPS SHKPA SHKPD SHKPBH SHKPMH SHKPSH SHKPAH

Height H 
Selectable
Type
SHKPB
SHKPM
SHKPS
SHKPA
SHKPD

Height H 
Configurable
Type
SHKPBH
SHKPMH
SHKPSH
SHKPAH

3 10 15 20 10.0~20.0

22

H+6

8 4 16 12 13 3.5 13
M3

Depth 6
3.5 6.5 3.5 1.5

4 10 15 20 10.0~20.0

5 15 20 25 15.0~25.0
H+7

6 15 20 25 15.0~25.0

8 15 20 25 30 40 15.0~40.0 30

H+10
10 6 20 15

20

4.5

20

M4

Depth 8
4.5 8 4.5

2

10 20 25 30 20.0~30.0

38 26 26
12 20 25 30 20.0~30.0

13 20 25 30 20.0~30.0

16 20 25 30 40 20.0~40.0 H+12

20 25 30 40 50 60 25.0~60.0
50

H+17
16 8 32 24 36 6.6 36

M6

Depth 12
6.6 11 6.5

25 30 40 50 60 30.0~60.0 H+20

30 30 40 50 60 30.0~60.0
70

H+30 20 10 40 30
48

9
48 M8

Depth 16
9 14 9

3
35 40 50 60 40.0~60.0

40 40 50 60 80 40.0~80.0 76 56 56

50 50 60 80 50.0~80.0 100 H+40 25 15 50 38 76 14 76 M12 Depth 24 14 20 13

Height H 
Selectable Type

Height H 
Configurable Type M Material S Surface Treatment A Accessory

SHKPB SHKPBH EN 1.1191 
Equiv.

Black Oxide Hex Socket Head Cap Screw 2 pcs.

SHKPM SHKPMH Electroless Nickel Plating
Hex Socket Head Cap Screw 2 

pcs. (Stainless Steel)
SHKPS SHKPSH EN 1.4301 Equiv. -

SHKPA SHKPAH EN AW-6063 
Equiv.

Clear Anodize

SHKPD - Black Anodize Hex Socket Head Cap Screw 2 pcs.

Part Number H

L H1 T S W W1 L1 d E
Tightening 

Screw
M

d2 d1 L C

Unit Price

Type D
Height H 

Selectable Type
Height H Configurable Type

0.1mm Increment
 Height H Selectable Type  Height H Configurable Type

SHKSB SHKSM SHKSS SHKSA SHKSD SHKSBH SHKSMH SHKSSH SHKSAH

Height H 
Selectable
Type
SHKSB
SHKSM
SHKSS
SHKSA
SHKSD

Height H 
Configurable
Type
SHKSBH
SHKSMH
SHKSSH
SHKSAH

3 10 15 20
10.0~20.0

20
H+11

8 4 16 12 12 3.5
7 M3

Depth 6
3.5 6.5 3.5 1.5

4 10 15 20
5 15 20 25

15.0~25.0 H+12 8
6 15 20 25
8 15 20 25 30 40 15.0~40.0

25
H+16

10 6 20 15 15 4.5

11
M4

Depth 8
4.5 8 4.5

2

10 20 25 30 40
20.0~40.012 20 25 30 40

H+18 13
13 20 25 30 40
16 20 25 30 40 20.0~40.0 30 H+20 15
20 25 30 40 50 60 25.0~60.0

40
H+26

16 8 32 24 24 6.6
18 M6

Depth 12
6.6 11 6.5

25 30 40 50 60 30.0~60.0 H+28 21
30 35 40 50 60 35.0~60.0

50
H+33

20 10 40 30 30 9
24 M8

Depth 16
9 14 9

3
35 40 50 60 40.0~60.0 H+36 27
40 40 50 60 80 40.0~80.0 H+38 29
50 50 60 80 50.0~80.0 65 H+51 25 15 50 38 40 14 38 M12 Depth 24 14 20 13

Height H 
Selectable Type

Height H 
Configurable Type M Material S Surface TreatmentA Accessory

SHKSB SHKSBH EN 1.1191 
Equiv.

Black Oxide
Hex Socket Head
 Cap Screw 1 pc.

SHKSM SHKSMH Electroless Nickel Plating Hex Socket Head 
Cap Screw 1 pc. 
(Stainless Steel)

SHKSS SHKSSH EN 1.4301 Equiv. -

SHKSA SHKSAH
Aluminum Alloy 

6000 series

Clear Anodize

SHKSD - Black Anodize
Hex Socket Head
 Cap Screw 1 pc. 

Height H 
Selectable Type

Height H 
Configurable Type MMaterial SSurface Treatment AAccessory

SHKWB SHKWBH EN 1.1191 
Equiv.

Black Oxide Hex Socket Head Cap Screw 1 pc.

SHKWM SHKWMH Electroless Nickel Plating
Hex Socket Head Cap Screw 

1 pc. (Stainless Steel)
SHKWS SHKWSH EN 1.4301 Equiv. -

SHKWA SHKWAH EN AW-6063 
Equiv.

Clear Anodize

SHKWD - Black Anodize Hex Socket Head Cap Screw 1 pc.

Part Number H

L H1 T S W W1 L1 d E
Tightening 

Screw
M

d2 d1 L C

Unit Price

Type D
Height H 

Selectable Type
Height H Configurable Type

0.1mm Increment
Height H Selectable Type Height H Configurable Type

SHKWB SHKWM SHKWS SHKWA SHKWD SHKWBH SHKWMH SHKWSH SHKWAH

Height H 
Selectable Type
SHKWB
SHKWM
SHKWS
SHKWA
SHKWD

Height H 
Configurable Type
SHKWBH
SHKWMH
SHKWSH
SHKWAH

8 15 20 25 30 40 15.0~40.0

32

H+8

10 6 22 16

22

4.5

11
M4

Depth 8
4.5 8 4.5

2

10 20 25 30 20.0~30.0 H+9

12 20 25 30 20.0~30.0 H+10

13 20 25 30 20.0~30.0
38

H+11
28

13

16 20 25 30 40 20.0~40.0 H+13 14

20 25 30 40 50 60 25.0~60.0
50

H+15
16 8 32 24 36 6.5

17 M6

Depth 12
6.6 11 6.5

25 30 40 50 60 30.0~60.0 H+18 18

30 30 40 50 60 30.0~60.0

73

H+21

20 10 38 29 55 9
26 M8

Depth 16
9 14 9 335 40 50 60 40.0~60.0 H+24

40 40 50 60 80 40.0~80.0 H+27 27

A

1
H

1.6

L W

L1

S

A0.05/100

A

W

1.6D

0.02

1

M

T
T/2E

C

H
7

H
±

0
.0

2

6.3

d2 Through

d1 Counterbore Depth M

2-d Through

E� Slit is machined after the 
mounting hole D is bored to H7 
tolerance. The tolerance may 
become H8 or so depending 
on the machining condition.

25 6.3 1.6

E Pilot hole for tapped hole M may be through.

A

1
H

1.6

L W

L1

S

A0.05/100

A

W

1.6D

0.02

1

T
T/2

2-M

E

C

+
0

.1
0

H
±

0
.0

2

6.3

2-d2 Through

d1 Counterbore Depth M

2-d Through

25 6.3 1.6

E Pilot hole for tapped hole M may be through.

Combination of these app. examples can be selected on the Web.
Details about Selection Procedure D P.87

QFeatures : Suitable when crosswise space is limited. For Standard Type, the most economical price is placed. For Slit Type, the shafts can be secured without damage. QFeatures: Suitable when crosswise space is limited. Side Slit Type allows each screw to be fixed from above. Split Type facilitates maintenance.
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Shaft Supports  Bottom Mount Set Screw (Machined)

Standard / Wide

QStandard
6.325 1.6

T 0.05/100 A

T/2

D
H

7

0.02 A

M

6.
3

6.
3

1.6

A
L1

L

H
1

2-M1

M
1
x
1
.5

1.6

H
±

0
.0

2

Shaft Supports  Bottom Mount Slit (Machined)

Standard / Wide

QWide

QStandard

E��  D dimensions 30 ~ 40 come with 2 screws.Type MMaterial SSurface Treatment AAccessory

SHSBBN EN 1.1191 
Equiv.

Black Oxide Hex Socket Head Cap Screw 1 pc.

SHSBMN Electroless Nickel Plating  Hex Socket Head Cap Screw 1 pc.
 (Stainless Steel)SHSBSN EN 1.4301 Equiv. -

Part Number - H

SHBM16
SHSCN20

-
-

25
30

Part Number - H

SHSBS20
SHSBMN30

-
-

30
30

QWide

6.325 1.6

C

H
±

0
.0

2

A
L1

L

M  

E

M
1

x1
.5

2-M1

1.6

H
1

T 0.05/100 A

T/2

D
H

7

0.02 A

1.6

6.3 6.3

d Through, d1 Counterbore Depth M

E��  Slit is machined after the mounting hole D is bored to H7 

tolerance. The tolerance may become H8 or so depending 

on the machining condition.

T 0.05/100 A

T/2

D
H

7

0.02 A

M

6.
3

6.
3

6.3

2-M1

A
L1

L

H
1

M
1
x
1
.5

1.6

H
±

0
.0

2

T 0.05/100 A

D
H

7
0.02 A

2-M

6.
3

6.
3

1.6

4-M1

T/2

T/2

6.325 1.6

tD10~25 tD30~40

2-d Through, d1 Counterbore Depth M

6.325 1.6

C

H
±

0
.0

2

A
L1

L

M  

E

M
1
x1

.5

1.6

H
1

T

T/2

T/2
0.05/100 A T 0.05/100 A

T/2

D
H

7

0.02 A

1.6 D
H

7

0.02 A

1.6

6.3 6.36.3 6.3

d Through, d1 Counterbore Depth M

2-M1 4-M1

tD10~25 tD30~40

E��  Slit is machined after the mounting hole D is bored to H7 tolerance.

     The tolerance may become H8 or so depending on the machining condition.

Type MMaterial SSurface Treatment AAccessory

SHSC EN 1.1191 
Equiv.

Black Oxide Hex Socket Set Screw 1 pc.

SHBM Electroless Nickel Plating
 Hex Socket Set Screw 1 pc.

 (Stainless Steel)SHSB EN 1.4301 Equiv. -

SHSA EN AW-6063 
Equiv. Clear Anodize

EValues in ( ) are the T dimensions of SHSA (Aluminum).

Part Number H
Selection

L H1 T L1
Set Screw

M
M1

Unit Price
Type D SHSC SHBM SHSB SHSA

SHSC
SHBM
SHSB
SHSA

8 15 20 25 30
16

H+9

12

10

M4 M4

10 20 25 30 H+10
12 20 25 30

22
H+11

14
13 20 25 30 H+12
15 25 30 40

25 H+15 16
16 25 30 40
18 25 30 40 50

32 H+18 16

(15)

18
M6 M620 25 30 40 50

25 30 40 50 38 H+20 24
30 30 40 50 60

50
H+23 22

(20)
32 M6 M835 40 50 60 H+25

40 40 50 60 H+30

Part Number H
Selection

L H1 T L1
Set Screw

M
M1

Unit Price
Type D SHSCN SHBMN

SHSCN
SHBMN

10 20 25 30
22

H+10
18 12

M6 M612 20 25 30 H+11
16 25 30 40 25 H+15 20 14
20 25 30 40 50 32 H+18 25 18

M8 M8
25 30 40 50 38 H+20 30 24
30 30 40 50 60

50
H+23

35
3235 40 50 60 H+25

40 40 50 60 H+30 40

Type MMaterial SSurface Treatment AAccessory

SHSBB EN 1.1191 
Equiv.

Black Oxide Hex Socket Head Cap Screw 1 pc.

SHSBM Electroless Nickel Plating
 Hex Socket Head Cap 

Screw 1 pc.
(Stainless Steel)

SHSBS EN 1.4301 
Equiv. -

SHSBA Aluminum 
Alloy 6000 

series

Clear Anodize

SHSBK Black Anodize Hex Socket Head Cap Screw 1 pc.

EValues in ( ) are the T dimensions of SHSBA and SHSBK (Aluminum).

Part Number H
Selection

L H1 T L1 E
Tightening

Screw
M

M1 d d1 L C
Unit Price

Type D SHSBB SHSBM SHSBS SHSBA SHSBK

SHSBB
SHSBM
SHSBS
SHSBA
SHSBK

8 15 20 25 30
16 H+16

12

10 11

M4 

Depth 8
4 4.5 8 4.5

2

10 20 25 30
12 20 25 30

22 H+18 14 13
13 20 25 30
15 25 30 40

25 H+20 16 15
16 25 30 40
18 25 30 40 50

32 H+26 16

(15)

18 18 M6 

Depth 12
6 6.6 11 6.520 25 30 40 50

25 30 40 50 38 H+28 24 21
30 30 40 50 60

50
H+33 22

(20)
32

24 M8 

Depth 16
8 9 14 9 335 40 50 60 H+36 27

40 40 50 60 H+38 29

Part Number H
Selection

L H1 T L1 E
Tightening

Screw
M

M1 d d1 L C
Unit Price

Type D SHSBBN SHSBMN SHSBSN

SHSBBN
SHSBMN
SHSBSN

10 20 25 30
22

H+19
18 12 11 M6 

Through
M6 6.6 11 6.5 212 20 25 30 H+18

16 25 30 40 25 H+20 20 14 13
20 25 30 40 50 32 H+26 25 18 17

M8
Depth 16

M8 9 14 9 3
25 30 40 50 38 H+28 30 24 19
30 30 40 50 60

50
H+33

35
32

24
35 40 50 60 H+36 27
40 40 50 60 H+38 40 29

E��  D dimensions 30 ~ 40 come with 2 screws.Type MMaterial SSurface Treatment AAccessory

SHSCN
EN 1.1191 

Equiv.

Black Oxide Hex Socket Set Screw 1 pc.

SHBMN Electroless Nickel Plating
 Hex Socket Set Screw 1 pc.

   (Stainless Steel)

XAlterations are not available for Stocked Items - Wide Type.  XExpress Service is not available.

Part Number - HC

SHBM16
SHSB20

-
-

HC35.6
HC41.5

Alteration Code Spec.

H
C

±
0
.0

2 HC

Changes shaft mounting height.

Change H to HC to specify height.

ESpecify HC in 0.1mm increments.

E��Specifiable Range 

Hmin.<HC<Hmax.

Ordering Code  HC35.6

XAlterations are not available for Stocked Items - Wide Type. XExpress Service is not available.

Part Number - HC

SHSBS20 - HC41.5

Alteration Code Spec.

H
C

±
0
.0

2 HC

Changes shaft mounting height.

Change H to HC to specify height.

ESpecify HC in 0.1mm increments.

E��Specifiable Range 

Hmin.<HC<Hmax.

Ordering Code  HC35.6
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Shaft Supports  Bottom Mount (Machined)

Side Slit

This Split Type enables shafts to be mounted from above.

 W P.250

E��  Slit is machined after the mounting hole D is bored to H7 tolerance.

     The tolerance may become H8 or so depending on the machining condition.

6.325 1.6

6.3 6.3

T/2

T 0.05/100 A

A

1.6

0.02

d Through

d1 Counterbore Depth M

L1

L

H
1

A
1.6

E

C

H
±

0
.0

2

M
1x

1.
5

M

2-M1

D
H

7

6.325 1.6

L

L

H

1

1

A
1.6

C

2-M

2-M1 M
1x

1.
5H

±
0
.0

2

6.3 6.3

T/2

T 0.05/100 A

A

1.6

0.02

D
+

0
.1

0

2-d Through, 

d
1
 Counterbore Depth M

QSide SlitQStandard

Shaft Supports  Bottom Mount Split (Machined)

Standard / Wide

Part Number - H

SHSWB8 - 30

L1

LA
1.6

T/2

T

T1

0.05/100 A

H
1

H
±

0
.0

2

C

2-M

M
1x

1.
5

4-M1

6.3

6.3

A

1.6

0.02
D

2-d Through

d1 Counterbore Depth M

+
0

.1
0

  
 

6.325 1.6QWide

Part Number - H

   SHSPB10
   SHSPBN16

-
-

25
30

EValues in ( ) are the T dimensions of SHSPA and SHSPK (Aluminum).

Part Number H
Selection

L H1 T L1
Tightening

Screw
M

M1 d d1 L C
Unit Price

Type D SHSPB SHSPM SHSPS SHSPA SHSPK

SHSPB
SHSPM
SHSPS
SHSPA
SHSPK

8 25 30 26

H+10

12

16

M4 
Depth 8

4 4.5 8 4.5

2

10 25 30

32
20

12 25 30

13 25 30 21

15 25 30 40
34 H+12 23

16 25 30 40

18 30 40 50 44
H+17 16

(15)

28
M6 

Depth 12
6 6.6 11 6.520 30 40 50

50
34

25 30 40 50 H+20 36

30 40 50 60
70

H+30
22

(20)
48 M8 

Depth 16
8 9 14 9 335 40 50 60

40 40 50 60 76 56

Type MMaterial SSurface Treatment AAccessory

SHSPB EN 1.1191 
Equiv.

Black Oxide Hex Socket Head Cap Screw 2 pcs.

SHSPM Electroless Nickel Plating
Hex Socket Head Cap 

Screw 2 pcs.
(Stainless Steel)

SHSPS EN 1.4301 Equiv. -

SHSPA Aluminum 
Alloy 6000 

series

Clear Anodize

SHSPK Black Anodize Hex Socket Head Cap Screw 2 pcs.

Type MMaterial SSurface Treatment AAccessory

SHSWB EN 1.1191 
Equiv.

Black Oxide Hex Socket Head Cap Screw 1 pc.

SHSWM Electroless Nickel Plating
Hex Socket Head Cap Screw 1 pc.

(Stainless Steel)SHSWS EN 1.4301 Equiv. -

SHSWA EN AW-6063 
Equiv. Clear Anodize

Type MMaterial SSurface Treatment AAccessory

SHSPBN EN 1.1191 
Equiv.

Black Oxide Hex Socket Head Cap Screw 2 pcs.

SHSPMN Electroless Nickel Plating Hex Socket Head Cap Screw 2 pcs.
(Stainless Steel)SHSPSN EN 1.4301 Equiv. -

Part Number H
Selection

L H1 T T1 L1
Tightening

Screw
M

M1 d d1 L C
Unit Price

Type D SHSPBN SHSPMN SHSPSN

SHSPBN
SHSPMN
SHSPSN

10 25 30 37 H+11
24 16

22 M6
Depth 12

M4

6.6 11 6.5

2

12 25 30 39 H+12 24

15 25 30 40 46
H+14 26 18

28

M8
Depth 16

9 14 9
16 25 30 40 48 30

20 30 40 50 52
H+18 30 20

34

M6 9 14 9

25 30 40 50 56 38

30 40 50 60 62

H+30
35 25

44

335 40 50 60 66 48

40 40 50 60 72 40 24 54

Part Number - HC

SHSPB25
SHSPS16

-
-

HC31.5
HC35.6

XAlterations are not available for Wide Type. XExpress Service is not available.

Alteration Code Spec.

H
C

±
0
.0

2 HC

Changes shaft mounting height.

Change H to HC to specify height.

ESpecify HC in 0.1mm increments.

E��Specifiable Range 

Hmin.<HC<Hmax.

Ordering Code  HC35.6

Part Number H
Selection

L H1 T L1 E
Tightening

Screw
M

M1 d d1 L C
Unit Price

Type D SHSWB SHSWM SHSWS SHSWA

SHSWB
SHSWM
SHSWS
SHSWA

8 25 30 26 H+7

12

16 8

M4
Depth 8

4 4.5 8 4.5

2

10 25 30

32

H+9
20 10

12 25 30 H+10

13 25 30 H+11 21 10.5

15 25 30 40
34 H+12 23 11.5

16 25 30 40

18 30 40 50 44
H+15 16

(15)

28 14
M6

Depth 12
6 6.6 11 6.520 30 40 50

50
34 17

25 30 40 50 H+18 36 18

30 40 50 60
70

H+21
22

(20)

48 24 M8
Depth 16

8 9 14 9 335 40 50 60 H+24

40 40 50 60 76 H+27 56 28

EValues in ( ) are the T dimensions of SHSWA (Aluminum).

Alteration Code Spec.

H
C

±
0
.0

2 HC

Changes shaft mounting height.

Change H to HC to specify height.

ESpecify HC in 0.1mm increments.

E��Specifiable Range 

Hmin.<HC<Hmax.

Ordering Code  HC35.6

Part Number - HC

SHSWB20 - HC41.5

XExpress Service is not available.

QFeatures: Screw mount from underside is effective when the mounting host is too thin to tap, and in space limited applications. QFeatures: Screw mount from underside is effective when the mounting host is too thin to tap, and in space limited applications.
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Shaft Supports  Side Mount (Machined)

Standard / Slit

6.325 1.6

T

D
H

7

M

6.
3

6.
3

1.6

L1

L

H
1

2-d

H
2

H

QStandard

Shaft Supports  Side Mount (Machined)

Side Slit / Split

QSplit Type

QSide Slit

6.325 1.6

T

D

L1

L

H
1

2-d

H
2

6.3 6.3

1.6

H

2-M

C

+
0
.1

  
 0

2-d2 Through

d1 Counterbore Depth M

Type MMaterial SSurface Treatment AAccessory

SHUB EN 1.1191 
Equiv.

Black Oxide Hex Socket Head Cap Screw 1 pc.

SHUM Electroless Nickel Plating
 Hex Socket Head Cap 

Screw 1 pc.
 (Stainless Steel)

SHUS EN 1.4301 
Equiv. -

SHUA EN AW-6063 
Equiv. Clear Anodize

Type MMaterial SSurface Treatment AAccessory

SHZB EN 1.1191 
Equiv.

Black Oxide Hex Socket Head Cap Screw 2 pcs.

SHZM Electroless Nickel Plating
 Hex Socket Head Cap 

Screw 2 pcs.
 (Stainless Steel)

SHZS EN 1.4301 
Equiv. -

SHZA EN AW-6063 
Equiv. Clear Anodize

Part Number - H

SHUA10
SHZM16

-
-

25
30

QSlit Type

Part Number - H

SHQM16
SHYS12

-
-

25
30

Type MMaterial SSurface Treatment AAccessory

SHYB EN 1.1191 
Equiv.

Black Oxide Hex Socket Head Cap Screw 1 pc.

SHYM Electroless Nickel Plating
 Hex Socket Head Cap 

Screw 1 pc.
 (Stainless Steel)

SHYS EN 1.4301 Equiv. -

SHYA Aluminum Alloy 6000 series Clear Anodize

6.325 1.6

T

E

D
H

7

L1

L

H
1

2-d

H
2

6.3 6.3

1.6

H

C

d2 Through

d1 Counterbore Depth M

M

E� Slit is machined after the mounting hole D is bored to H7 tolerance.

      The tolerance may become H8 or so depending on the machining condition.

6.325 1.6

C
H

L1

L

M  
E

H
2

2-d

6.3

H
1

T

D
H

7
1.6

6.3

d2 Through

d1 Counterbore Depth M

E��  Slit is machined after the mounting hole D is bored to H7 tolerance.

      The tolerance may become H8 or so depending on the machining condition.

Type MMaterial SSurface Treatment AAccessory

SHQB EN 1.1191 
Equiv.

Black Oxide Hex Socket Set Screw 1 pc.

SHQM Electroless Nickel Plating  Hex Socket Set Screw 1 pc. (Stainless Steel)

Part Number H
Selection

L H1 H2 T L1 d
Set Screw

M
Unit Price

Type D SHQB SHQM

SHQB
SHQM

8 25 30
22

H+9

5 12

10

4.5 4

10 25 30 H+10

12 25 30
25

H+11
14

13 25 30 H+12

15 25 30 40
28 H+15 16

16 25 30 40

18 25 30 40 50
32 H+18

7 16
18

6.6 620 25 30 40 50

25 30 40 50 38 H+20 24

30 30 40 50 60

50

H+23

10 22 32 9 635 40 50 60 H+25

40 40 50 60 H+30
EValues in ( ) are the T dimensions of SHUA (Aluminum).

Part Number H
Selection

L H1 H2 T L1 E d
Tightening

Screw
M

d2 d1 L C
Unit Price

Type D SHUB SHUM SHUS SHUA

SHUB
SHUM
SHUS
SHUA

8 25 30 26 H+7

5 12

16 8

4.5
M4 

Depth 8
4.5 8 4.5

2

10 25 30
32

H+9
20 10

12 25 30 H+10

13 25 30 H+11 21 10.5
15 25 30 40

34 H+12 23 11.5
16 25 30 40
18 30 40 50 44

H+15
7

16
(15)

28 14
6.6

M6 
Depth 12

6.6 11 6.520 30 40 50
50

34 17
25 30 40 50 H+18 36 18

30 40 50 60
70

H+21
10

22
(20)

48 24
9

M8 
Depth 16

9 14 9 335 40 50 60 H+24
40 40 50 60 76 H+27 56 28

EValues in ( ) are the T dimensions of SHZA (Aluminum).

Part Number H
Selection

L H1 H2 T L1 d
Tightening

Screw
M

d2 d1 L C
Unit Price

Type D SHZB SHZM SHZS SHZA

SHZB
SHZM
SHZS
SHZA

8 25 30 26

H+10

5 12

16

4.5
M4

Depth 8
4.5 8 4.5

2

10 25 30
32

20
12 25 30
13 25 30 21

15 25 30 40
34 H+12 23

16 25 30 40
18 30 40 50 44

H+17
7

16

(15)

28

6.6
M6

Depth 12
6.6 11 6.520 30 40 50

50
34

25 30 40 50 H+20 36

30 40 50 60
70

H+30 10
22

(20)

48
9

M8

Depth 16
9 14 9 335 40 50 60

40 40 50 60 76 56

EValues in ( ) are the T dimensions of SHYA (Aluminum).

Part Number H
Selection

L H1 H2 T L1 E d
Tightening

Screw
M

d2 d1 L C
Unit Price

Type D SHYB SHYM SHYS SHYA

SHYB
SHYM
SHYS
SHYA

8 20 25 30
22 H+16

5 12

10 11

4.5
M4

Depth 8
4.5 8 4.5

2

10 20 25 30

12 20 25 30
25 H+18 14 13

13 20 25 30

15 25 30 40
28 H+20 16 15

16 25 30 40

18 25 30 40 50
32 H+26

7
16

(15)
18 18

6.6
M6

Depth 12
6.6 11 6.520 25 30 40 50

25 30 40 50 38 H+28 24 21

30 30 40 50 60

50

H+33

10
22

(20)
32

24

9
M

Depth 16
9 14 9 335 40 50 60 H+36 27

40 40 50 60 H+38 29

QFeatures: Enables to mount on the plate side. QFeatures: Enables to mount on the plate side.

Part Number - HC

SHQM16
SHYS40

-
-

HC35.6
HC50.5

Alteration Code Spec.

H
C

±
0
.0

2 HC

Changes shaft mounting height.

Change H to HC to specify height.

ESpecify HC in 0.1mm increments.

E��Specifiable Range 

Hmin.<HC<Hmax.

Ordering Code  HC35.6

Part Number - HC

SHUS25
SHZM16

-
-

HC31.5
HC35.6

Alteration Code Spec.

H
C

±
0
.0

2 HC

Changes shaft mounting height.

Change H to HC to specify height.

ESpecify HC in 0.1mm increments.

E��Specifiable Range 

Hmin.<HC<Hmax.

Ordering Code  HC35.6


